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LONDON : HAUGHTON. & COMPANY, to, | PATERNOSTER ROW, 


_ JOHNSON & PHILLIPS, 


TELEGRAPH ENGINEERS, ELECTRICIANS, & 


OFFICE: 16, UNION COURT, OLD BROAD STREET. LONDON, EC, 
WORKS : VICTORIA ROAD, CHARLTON, LONDON, S.E; 


of all Télegraph Appliances, Materials, and Machinery for ind 


Laying Submarine Cables, and Contractors for Undersround & Aerial Telegraphs. 


Tron Lelegraph Buoys, Grapnels, both Patent and Ordinary ; Contipedes, Creepers, Mushrooms, Sinkers, Cable ; 
Zanks, Picking-up and Paying-ont Machinery, Dynamometers, Bow and Stern Grar, Steam and Hand a 
Hauling ears, Rope and Chain Fittings, Cable Drums, Splicing and Fointing 001s, Ge, 


eon Designed and Constructed for the Complete Equipment of Telegraph Cabie. Factories a | 


Vess Wire Testing Machines for Tension, and Torsion: Wire 
r-Shallow and Deep Water. | 


‘All Apparatus and Material used ia the of LAND LINES, 
INSULATORS-Yonson & Phillips's Patent Fluid Insulators, and all kinds of the ordinary form. | 


BATTERIES—Sole Makers of Higgins’ Patent pai Batteries, and. all the ordinary forms. Contractors for the — of Zinc 
and Carbon Battery Pistes of special. quality. 
POLES—Wrought Iron or Composite Poles of various kinds, 


Maxers or SPECIAL UNDERGROUND TORPEDO AND FtELD WITH OR Cons. 
Insulated Copper Wires, Strand and Ropes, taped or braided, cotton or silk covered, - 


HLECTRIC LIGHT.—Sole Makers of Brockie’s Blectric Lampe 
Every description of Leading WIRES and CABLES, CARBON RODS, both Black and Coppered. 
| ESTIMA TES GIVEN FOR COMPLETE SYSTEMS ELECTRIC LE cal 


LIGHT. 
“SIEMENS BROTHERS, 


TELEGRAPH ENGINEERS, 
MANUFACTURERS. OF 
SIEMENS’ PATENT DYWNAMO-ELECTRIC MACHINES, LAMPS, CARBONS, 
and all APPARATUS ‘necessary ron WORKING tus Etecraic Licht for LiGHTine 
Stations, WHARVES, Docks, LigHTHOUSES, Sues, FACTORIES; Weavine Sueps, YARDS, : 


of Submarine Cables, Materials for. Overground Limes, Iron Telegraph Posts, Insulators, 
| Batteries, Electric Mine Exploders, wud Telegraph Apparatus of all hinds: | | 
for laying Submarine Cables, for the erection of Land and the establishment 
communication generally... 


Offices—12, QUEEN ANNE'S GATE, WESTMINSTER. 
Works—-CHARLTON PIER, WOOLWICH, KENT. : 
And at PARIS, St. PETERSBURG, and TIPLIS. 


* 
L 


| 9 ngulators, and every description of Telegraphic and Electrical Material. 


BOURNE AND . SON, 


DENBY POTTERY, NEAR DERBY. 


eieghactovers of the well-known Stoneware Telegraphic fnsulators and Battery Cols. 


| Special shapes and sizes for TELEPHONIC and Mining purposes have been recently pained. 


London Office: 6, ST. PANCRAS: STATION EUSTON ROAD, N WS eee 


7 HARBOROW & Co, 


nstrnment 


Respectfully invite the attention of Railway Directors, Managers, : 


4, Cireus Street, Marylebone, W. 


of Block and Speaking Instruments, 
Batteries, Morse and Acoustic Instruments. Makers 


_ of F. M. Rogers’ Patent Néédie Sounders; which can 


be used or not at will, and can be added at a trifling 
to any Needie Instruments. ?4odels made, Ex- 
periments carried: 4 Circus Street, Maryle- 
Bone, W. | 


Belle 


| 


| BLOCK TELEGRAPHS AND SLECTRIC 


INTERLOCKING SIGNALS. 
TYER & COMPANY 


and Engineers to their important improvements in ‘Block 


Telegraphs, especially to their new system (Patent 1874, in com: 
junction with Messrs. SAxsy & FARMER), inspected and improved 
by Captain TYLER, on bebalf of the Bo dof Trade. By the use => ah 
of this appliance, a signaiman who recet telegraphic indication 


of a line blocked from the Le re in advance, cannot possibly 
ive contrary signal upon 


riv 


‘worthy of careful attention, constituting, . as it. does, a 
advance upon the ordinary block system. ” ~The Times, : 
Office and Works—#4, OLD SrREET, GOSWELL ROAD, LONDON: 


“THOMAS. & LEONARD. JENKINS, 


| MILTON WORKS, GEORGE ST., 
PARADE, BIRMINGHAM, 


| Telegraph, Rope, FENCING, 
4 SPRING, Screw, and Rivet Wires. | 


Lonoow OFFICE CREAT ST. “HELENS MR 


MANUFACTURERS, … 


= Brush, Binding, & every : 


CHAPMAN, 


INDEX 10 ‘ADVERTISEMENTS. 


No is madé inserting Names of whose advertisements ‘for at least months 
cen uring the continuance of suc 


in ints: Fournai, 


advertisements 


| minnod ‘Bottling, end ‘Pinned; 


Such is the latest development of railway signalling, which i 


PARTRICK & CARTER, PHILADELPHIA; PA. U 


outside semaphore to the engine” 


“STEEL AND IRON WIRE 


of, Charcoal Wires." 


A The vefer to the page on which the displayed witl 
Batteries Photographic. 
M. Foxcroft 3 Zanni & Bridger | | Davis & Timmins 
"Chemicals. | Machinery Tele Instrument Makers. 
W. Henley 6 W, Ladd & Co, | Vulcanised he 
India-Rubber: and elegraph J Os, Mosses & Mitchell 
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ELECTRICAL REVIEW. 


Vor. VIII. 


TORT | 5 1880. | No. CLXXIX. 
| CON TENTS: : 
PAGE PAGE : | ES 
Lightning 237 Duplex Transmission with Two Relays, Notes 245 
The Fire Alarm System of the Ex- by M. Kovacevic (il/ustrated) ...... 240 |. Review. ccooce 248 
change Telegraph Company (2//us- Telegraphic = tus in use in the _ ocre of Societies ss laiton + 249 
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PATENTS FOR INVENTIONS. | RICHARD JOHNSON ‘& NEPHEW, 
OBERTSON, BROMAN, & Co. (established 0) MANCHESTER, . 


years) continue to obtain Patents for Inventions. Pamphlet, 
containing special advice, gratis or by post. 166, Fleet treet, 
London. 


GEOLOGY. — In ‘the to the Student’s 
ELEMENTS of GEOLOGY, by Sir Charles Lyell, price 9s., 
he says:—‘‘ As it is impossible to enable the reader to recognise 
rocks and minerals at sight by aid of verbal descriptions or figures, 
he will do well to obtain a well-arranged ‘collection of 
such as may be procured fronr 
Teacher of Mineralogy at King’ s College, London.” These 
are À on the following terms, in plain Mahogany 
inets :—= 


100 Specimens, in Cabinet, with 3 Trays .. .. £2 2 o*® 
200 Specimens, in Cabinet, with 5 Trays .. .. 5 5 © 
300 Specimens, in Cabinet, with 9 Drawers + 1010 © 
400 Specimens, in Cabinet, with 13 Drawers .. 21 0 o 
More extensive Collections at 50 to 5,000 Guineas each. 


This Dir, crown 8vo., With numerous Illustrations, 7s, 6d., cloth 


RLECTRIC LIGHT; its and Use. 


Embodying 7 Directions for the working of Galvanic 
Batteries, Electric Lamps, and Dynamo-electric Machines. By 
RC. URQUHART, C.E., Author of “ Electro-Plating.” Edited 

EBB, M. LC. E., M.S.T.E., &c. 

he important addition to the literature of the electric light. 
ae | of the subject should not fail to read it.”—Colhery 

rdia 


Crosby, Lockwood & Co., 7, Stationers’ Hall-court, London, E.C, 


“ELECTRICIAN.” 


wen [ED to purchase, the First Volume of 
the “ Electrician.” Apply to 100 and 101, Gres- 
ham House, Old Broad Street, London, E. Ph 


TELEGRAPHIC CABINET WORK. 
Wm. M. FOXCROFT, 


54, COMPTON STREET, CLERKENWELL. 
(Established 1844.) 


INSTRUMEN T CASES OF ALL DESCRIPTIONS. 


Lock and ‘Block, Sin 2 Dove, Bell, Sounder, and 
elephone. 


CABINET WORK DESIGNED 20 SUIT NEW 
INSTRUMENTS. 


specimens, | 


NANT (149 Strand), | 


INSULATED TELEGRAPH WIRES: 


TELEGRAPH & TELEPHON E LINE WIRE 


LONDON OFFicE— 
8, GREAT WINCHESTER STREET, E.C. 


_W. T. GLOVER & CO. 


é MANUFACTURERS OF 


“, OF ALL DESCRIPTIONS FOR . 


"TELEGRAPHIC, ‘TELEPHONIC. 


AND ELECTRICAL PURPOSES, 


25, BOOTH ST., MANCHESTER. 


Works—4, Bridgewater Street, Broughton Road, SALFORD. 


[ NSULATED COPPER. WIRE, SILK, 


Cotton, or India-rubber covered. Conductivity guarant ed. 
German Silver Wires for Resistance, Braided Handled Cord, Silk. 
Cord for Electric Bells, &c.—J.& W. RICKARD, Insulated Wire 
Manufacturers, Derby. 


‘ROSSLEY’S PATEN T TELEPHONE 


TRANSMITTER, as described in '‘ TELEGRAPHIC 
JOURNAL,” May 1, 1879. Price from £2 ros. Illustrated list 
one stamp. ‘These instruments are now in use in the Postal 


_ Telegraph Department, the signal cabins on the Lancashire 


and Yorkshire Railway, the various depots of the Leeds 
Tramways Company, and several hundred other places, 
giving perfect satisfaction. They require no adjustment 
after being made, and are not liable to get out of order. 

_ Lines erected and maintained in all parts of the kingdom, 


Single Needle and Block Instruments, as supplied to the principal 
Railway Companies, Sounders and Morse Instruments, Coils with 
Induced Needles, Mining and Signal Bells, Telephone Call 
Boards, &c. Sole Makers of Warburton & eer’ s 
Patent Relay. 


BLAKEY, EMMOTT & CO., 
Northern Telegraph Works, Halifax, and 14, Southampton 
Buildings, Chancery Lane, London. 


MACHINERY for covering Telegraph Wire with 
Silk, Cotton, Flax, Hemp, India-Rubber, Gutta-Percha, &c. 
Wire Stranding Machines. 


Complete sets of Machinery for the 


: Manufacture of Telegraph Cables. 
THOS, BARRACLOUGH, 97, BRIDGE STREET, MANCHESTER. 
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Laboratory F urnishers, 


INSTANTANEOUS PHOTOGRAPHY. 


PHOTOGRAPHI c APPARATUS, 


Toner with Swan's Sensitive Plates, the necessary solutions and instructions complete for the negative 


THE 


process, taking pictures 6k x 4% for £9 10s. Od. Swan's Sensitive Plates are so simple and easy to : 


manipulate that any intelligent youth may almost immediately take the most Exquisite Photographs, and this 


without staining the hands or using PRE chetnicals, — of eee sn from £3 5s. 04. 
are 


= Instrument Makers, 


Importers of and Dealers in ‘Chemical, Electrical, and all kinds ot Scientific Apparatus poe Chemicals, 


NEWOASTLE- ON- TYNE. 


La 


VULOANISED ‘FIBRE. 


“THE NEW UNBREAKABLE NON- CONDUCTOR. 


Mr. rT. he EDISON, the Great Electrician, says of i it :— Aer 
“T esteem it very highly, and use larger quantities of i it than o of Vulcanised Rab per, and in its pi resent 


| condition find it very satisfactory.” 


‘MOSSES & MITCHELL, Sole Agents, 62, Queen Victoria Street, E. C. 


THE BROOKS PATEN T INSULATORS 


© WERE A WARDED TH E FIRST PREMIU M 


At the: EXPOSITION of 1867, at the VIENNA ExPOSITION, 1873, at the CINCINNATI 


. Exposirion: in 1874, and at the CENTENNIAL EXPOSITION at PHILADELPHIA in 1876. 


These]INSULATORS are used by the WESTERN UNION and AMERICAN Union TELEGRAPH Los. 


and for Sale by . 


DAVID BROOKS, 


, SOUTH Qisr STREET, PHILADELPHIA. 
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Now ready,-Post Quarto, Cloth gilt, 27 pages. Price Sictern Shillings. 


LIGHTNING CONDUCTORS: 


, : » THEIR 


HISTORY, NATURE AND MODE 0 OF “APPLICATION. 


BY 


RICHARD ANDERSON, F.C.S., F.GS, 
Member of the Society of Telegraph Engineers ; 


WITH NUMEROUS ILLUSTRATIONS. 


The book a fair claim to standard value, —The At 
The book is clearly and sensibly written, and sufficiently illustrated, and 7 is the work of a practical man who 
thoroughly understands what he is talking about.—The Academy. 
A most able and complete monograph, historical, theoretical, and practical, on a subject of great importance 
and yet generally neglected —Fournal of Science. 
_ Mr. Anderson’s excellent new book will really prove a rast valuable addition, not hy to a scientific library, 
but also to the librafy of every architect dr other person concerned in thé construction of évéry kind of building. 
. No good English work, with the exception of. the one now before us, has been written. This want has now 
been supplied, and well supplied Fournal. 


f à 4 @ 4 } > 
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LONDON : E. & F. N. Srox, 4, Stating Cross. New vas: 48, Broome! Street. 


TELEGRAPH INSTRUMENT CASES. FOXCR ROFT, 
‘GEORGE BEECH, __ | TELEGRAPH CASE MANUFACTURE R 
10, SANDRINGHAM ED. HIGH ST. | 39, LEVER STREET. GOSWELL ROAD. 


_ Continues to supply Railway and Telegraph ‘Section with Single and Double Needle Instrument Cases, Disc Cases, 
_ every description of Telegraph Instrument Cases, Single oe Boards, Bell Cases, and every bs jo i = aa of . 
_ Needle, Block, Bell, Switch, &c.. The material and work- Cabinet Work for: Electricians, 


manship of first quality and guaranteed. | ESTABLISHED 12870. : 
Terms moderate Terms moderate for Cash. 


ECTRIC HOUSE BELLS 


On the best system, from 5s. 6d. each. 


Complete Apparatus— Bell Battery, Button, 40 yards of Wire, and Book = 
| Of Instructions, price 13s. 


BURGLAR DETECTORS. FIRE ALARMS, 
INDICATORS with Improved Relay. CONSTANT BATTERIES. 
Wood and China PUSH BUTTONS. | INSULATED WIRE. 


HOUSES & MANSIONS FITTED. ESTIMATES GIVEN. 
| Illustrated Price List of Electric Bell Apparatus, post free. K 


MESSRS. ARCHBUTT, TESTIMONIALS. ‘Rugby, May, 1878. 
ELA “Your Electric Burglar Detectors fitted in my house last month have already proved * ji 
efficient.—W. S. C.” | 


* gan “ie à _ June, 1878.—You have fitted the Electric Bells 1 in my house to my entire 
satisfaction.—D. P 

“Rugby, Sept. 24, 1878—Your De : Detectors have three times lately been tested 
and proved efficient.—W. S. C.” 


Magnets of all descriptions. Silk covered Wire. Binding mr” 3s. per dozen. Double Line Wire, 
Is. 6d. per dozen yards. Silk Cord, Switches, &c., &c. Telephone Signal Transmitters, ros. 6d. each. 


just Published, “ Electric re and how to Fix them.” _ Thirty pages and diagrams, Post fre, Six stamps. 


& W. E. ARCHBUTT, 
8, BRIDGE STREET, WESTMINSTER, S.W. (Facing the Houses of f Paliatent) 
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ENGINEERS AND CONTRACTORS. 


MANUFACTURERS OF SUBMARINE CABLES 
AND TELEGRAPHS OF ALL KINDS. 


ee Wires and Stores of Every Description. 


8, Draper’s Thrderiorton Street, London. 
WORES—NORTE WOOL'WICE. 


| EUGENE PHILLIPS, 


. MANUFACTURER OF PATENT FINISHED 


INSULATED TELEGRAPH WIRE, MAGNET WIRE, 


TELEPHONE AND ELECTRIC CORDAGE, PATENT RUBBER- COVERED WIRE, BURGLAR 
' “ALARM AND ANNUNCIATOR WIRE, LEAD ENCASED WIRE, CABLES, &c. 


OFFICE AND FACTORY, No. 67, STEWART STREET, PROVIDENCE, R.I., U.S.A. 


: W. H. SAWYER, Electrician and Superintendent. 


: Purchasers are referred to the EXCHANGE TELEGRAPH Company, Limited, 17 and 18 Cornhill, Lédon, E.C. 


“M. THEILER & SONS, 


TELEGRAPH INSTRUMENT MANUFACTURERS, 
86, CANONBURY ROAD, LONDON, N. 


MANUFACTORY—ALWYNE Lane, N. 


TRAN 


(THEILER’S PATENT, 1880). 


LOUD AND DISTINCT. CANNOT GET OUT OF ORDER. 
PRICE COMPLETE (Switch and Induction Coil), £2 10s. each, 


PETER BROTHERHOOD, 


EINGIN HEE, 


56 & 53, COMPTON STREET, GOSWELL ROAD, E.C. 


SILVER MEDAL, PARIS EXHIBITION. 


PATENT ENGINES 


AS USED BY 


Siemens, Gramme, and! Wild, 


FOR DRIVING | 
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THE TELEGRAPHIC JOURNAL AND 
= ELECTRICAL REVIEW. 


VOL. VIII.—No. 179. 


LIGHTNING CONDUCTORS. 


Now that the summer season is coming on, the 
usual sensational accounts of accidents caused by 
thunder storms occupy conspicuous places in both 
the ordinary daily papers and also in those of a 
scientific nature. That the damage caused by light- 


‘ning is very considerable is unquestionable ; indeed, 


the records which already exist make a very fair 
show, although those of an early date are necessarily 


the last few years the accounts of the destruction 
effected, and lives lost, have been very numerous ; 
not that more damage has been effected recently 
than formerly, but more scientific interest has been 


taken in the subject, and, consequently, the informa- 


tion gained has been more considerable. Although 
many sciéntifc men have ventured to give an 
opinion that protection from lightning need not be 
made local—that is to say, they consider that, by a 
judicious distribution of protectors over particular 
areas of ground, whole tracts of country may have 
every square foot protected from lightning, yet such 
ascheme does not seem likely to meet with much 


support, at least, for some time to come. Local 

protections of particular buildings, which seem to | 
_ be more than ordinarily exposed to damage by 
‘lightning, is at present all that is considered 


necessary. 

Our foreign neighbours, at a comparatively early 
date, appointed more than one committee to 
thoroughly consider the whole question of the pro- 
tection of buildings from lightning, yet but little, if 
any, notice seems to have been taken in this country 
of the reports issued. The independent work of the 
late ‘Sir William Snow Harris, although very 
practical, has hardly produced more effect. The 
fact that two reports were issued by the foreign 
committee, the latter of the two, in many points, 


completely cancelling the opinions expressed and 


laws laid down in the former one, seems to be almost 
unknown even to the best electrical authorities in 
this country. One cannot take up even the most 


recent text books on electrical science without find- | 


ing the statement still adhered to, that a lightning 
rod will effectually protect a space contained beneath 
a cone, the radius of whose base is equal to that of 


Within 


_ twice the height of the rod. Now, any reader who 
_will take the trouble to examine the second report 


referred to, will find it most distinctly stated, that 
the theoretical considerations upon which the 
theory was founded, and which were accepted as 
being correct ‘by the first committee, are re absolutely 
without foundation. 

We have not the reports before us, ban we oy Ster 
that the theory that solid rods are not so effectual 
as an. equal weight of metal in the form of a tube, 
or a flat band, is still adhered to, though the prac+ 
tical data upon which the supposition is founded 
are devoid of existence. It is somewhat curious — 
that some simple experiments have not been made 
to clear up this point to the satisfaction of all inter- 
ested in the subject. In our own opinion we can- 
not conceive what sufficient reason can be given to 
warrant the idea that bands or tubes conduct the 
discharge better than a solid rod. The fact of a 
static charge existing only on the surface of a body 
has nothing to do with the question. We trust 
that the Lightning Protector Conference which was 
appointed some time ago by several scientific and 


learned societies, and which has, we believe, held 


numerous sittings and collected a large mass of 
evidence, will solve this and. ¢@ther knotty points ; 
though, even if they do so, it will take a long time, 
we fancy, to make the weight of their authority 
effectually felt. 


THE FIRE ALARM SYSTEM OF THE 
EXCHANGE TELEGRAPH COMPANY. 


THIS system, which is being tried in several of the 
London streets, is very similar to the American plan 
which is so extensively adopted on the other side of 
the Atlantic. The American apparatus in its 
simplest form consists of a handle contained in a 
box, at any convenient part of a street. This 
handle on being drawn forward releases some 
mechanism in train with a circuit interrupter which 
makes and breaks the continuity of the line wire 
by definite periods, corresponding to numerals of the 
Morse alphabet. At the receiving or fire station 


_ a registering self-starting Morse apparatus is placed 


in circuit with a battery. When: the alarm handle 
is in its normal position the:circuit is closed: and 
the Morse: armature: continually held down.) By 
pulling out. the handle and: then releasing ‘it the 
circuit. interrupter referred: to works and thus indi- 
cates on the Morse apparatus the ‘number of the 
alarm box at which the handle has been pulled. 
An alarm bell is connected to the Morse to give 
notice of its working. 

The system of the Exchänge Telegraph Company | 
is similar to the foregoing, but contains several im- 
portant improvements which render its action 
highly efficient and satisfactory.’ 

The plan of the apparatus is: shown by 
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figs. 1 and 2,—Fig. 1 representing the transmitter, and 


fig, 2 the receiver. | 
_ In fig. 1, His the alarm handle which is pulled 
forward to the end of its stroke and then released 
_ when an alarm has to be sounded. The end of the 
stalk of this handle (which slides in guides) has a 
pin against which the arm, #, normally rests. This 
arm is in gear with the wheel, w, by means of a 
ratchet wheel and pawl. w is in gear with a train 
“of wheels, which latter are also in gear with the 
circuit interrupting wheel, C. A strong mainspring 
has one end connected to the arm, #, and the other 
end to the wheel, w. The arm, 2, in fact exactly 
corresponds to the winding-up .key of an ordinary 
train - of clock-work, except that it is not rigidly 
fixed to the winding-up axle but turns loose on it ; 


limit of its stroke, it moves the arm, 2, a little back, 
and the pin escapes over the top of ~, and thus . 
comes back to the position shown in the figure. 
The mainspring being thus wound up and free to 
actuate the train of wheels connected to it, causes 
the cam wheel, c, to be rotated. In order to check 
the rate of rotation of c, one: of the wheels of the 
train has on its axle a ratchet wheel and anchor es- 
capement, the movement of this latter, as is well 
known, being necessarily slow, the required slow- 
ness, and also uniformity,of motion, is obtained. 
Into the teeth of the cam wheel, C,a projection in 
the lever, 4, drops ; this projection, when Cis rotating, 


_ causes Z to oscillate up and down once for each 


tooth on the cam wheel. Now, if has all its teeth 
complete # will oscillate continually, and will break 


it rotates the axle however, when drawn round to 
the right, by means of a pin fixed on to the axle and 
against which the lower.end of the arm presses. 
Thus # on being drawn forward will act like a key 
Winding up the spring ; but: on being released will 
move back, under the influence of a small spring, 


to the position shown in the figure, thus leaving the 


mainspring wound up. 


Now; on drawing the handle, H, forward, the 
arm, 2, is rotated to the right.by means of the pin 


at the end of the handle stalk. When the handle is 
drawn to its extreme limit, the lever, #, escapes 


from the pin and falls back, thus leaving the main- | 


spring wound up. If the handle, H, is now released, 
it moves back under the influence of a spring con- 
nected to it, and then, when it has come back to the 


LINE. 


< 


contact at 2, thus producing contacts corresponding 
to a series: of continuous dots. If, however, some 
of the teeth be broken away, say, every third tooth, 
then a series of discontinuous oscillations of # will 
be produced, which will correspond to dots in 
series of three; that is to say, three dots will be 
sent, then an interval, then again three dots, and 
so on. | 

_ The contact point, p, it will be seen, is connected 
to “line.” The axle of lever, 2, is connected to 
one end of the electro-magnet, m,, of an ordinary 
trembling bell. The lever is also connected to 4 
straight spring, s,, which on being pressed forward — 
makes contact with the spring, s. Between s and 
S,, a resistance, 7, is fixed whose value is about 
equal to that of the electro-magnet, M. Finally, 
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-$, and the contact spring of the trembling bell are » 
connected to earth. ~ lo ol 9 
Between the poles of the electro-magnet, M,, a 
steel magnetised ‘tongue with an indicating: tablet, 
1, is placed, the current through the electro-magnet, 
Mÿ'will.then move the tablet to one ‘side or the 
other, according to the direction of the current. 
Normally the position of the tablet is such thatit is 
not visible to the eye, but when a reversal is sent 
through M,it moves over opposite an opening in 
thé case of the transmitter: ‘The ‘whole trans- 
mitting apparatus is inclosed in an iron case with a 
door. This door when shut presses the two springs, 
s, 5, together, thus putting the lever, 2, direct to 
earth. | 

-We-will next consider the receiving portion of 
the apparatus. R is a relay, whose tongue, 3, is 
normally held over ‘by the current against an insu- 
lated contact. When the current ceases, à moves 
_ against its other contact, closing the circuit of the 
_ self-starting Morse embosser, M, and its local bat- 
tery and single stroke bell, B. At the end ofthe 
lever, L, of the Morse is a. smaller lever, /, which, 
when its left arm is depressed. against contact point 
c by L being pulled down, closes the circuit of the 
trembling bell, B, and its local battery. s is a 
reversing switch which is held normally in one 
position by a spring. To this switch is connected 
the line battery, €. Thus normally a continuous 
zinc current flows out to line, the circuit of the 
battery being complete to earth through the 
relay, R. Kis a small knob fixed to the top of a 
vertical stalk, which stalk is connected to the 
switch, s. A small arm,.a, is fixed tox. This arm 
projects over the right arm of lever, /, so that if k 
be depressed, / will be pushed to the position shown 
in the figure. The depression of K at the same 
time actuates the switch and reverses the line cur- 
rent. -The action of the whole apparatus will then 
~The current from E being continually flowing to | 
line, the tongue, 4, of the relay, R, is held over 
against its insulated contact ; this current flows 
through the contact point, 4, of the transmitter 
(fig. 1), and thence through the lever, 4, and the 
two springs, S,'S, (which are pressed together by the 
door being shut), to earth. 

Now, on opening the door of the apparatus, s, s, 
become separated, and a portion of the current flows 
through the resistance, r, and the other portion 
through the electro-magnet, M,, of the trembling 
bell, which it rings ; the tablet, 1, is not affected, as - 
it is only held harder over in its normal position. — 
_ Ifthe handle, H, is now drawn out and released, 
the cam wheel, c, is set going, and sends the series 
of intermittent contacts or sets of dots, As the 
circuit is partially complete through the resistance, 
, the intermittent breaks caused bythe ringing of 
the xg do not interrupt the continuity of the 
_At the receiving station, the relay, R, is actuated 
by the intermittent currents, and works the Morse 
‘embosser, M, at the same time sounding the ‘single 
stroke bell, B!, thus both audible and visual signals — 
‘are given, | 
- The first movement of the lever, L, depresses the 
end of lever / against the contact point, c, and leaves 
itthere. The bell, 8, is thus set ringing. 
As soon as the alarm is heard and the instrument — 


has ceased working, the person’ in charge of the 
instrument depresses the knob, K, thus raising’ the 


lever, /, off its contact ‘stop, «, and stopping the 


bell, 8 The depression of x also actuates the 
‘switch, s, thus reversing the line current ; the effect 
of this is to move the indicator; 1, over to the ‘posi- 
tion which renders it visible, thus notifying to the 
sender of the signal that ‘his alarm’ has’ been 
robelvedist 5 Move OF YO 
“It is evident that any number of transritters 
may be joined in the same circuit; each ‘transmitter 
having its cam wheel teeth arranged ‘in‘a different' 
way. ‘ The’earth connection is, of course, only used 
at the terminal station. DO. 
| The teeth on the cam’ wheel are so atranged as 
only to send “dots,” no “dashes” ate uséd, but 


the dots are arranged in different combinations for 


different stations. In any case, the sets: of signals — 
are repeated three times by the cam wheel. — | 


4 


IMPROVED LIGHTS" FOR LIGHTHOUSES. 

A SUMMARY of the opinions of the lighthouse 
authorities on Sir William Thomson’s proposals for 
reform in the present system ‘of lights® has been 
printed in the Architect.. It appears that the Com- 
mittee of Lloyd’s, immediately after the letter was 
published, wrote to the Board of Trade, stating that 
they considered Sir William ‘Thomson’s idea that 
each lighthouse should furnish some distinctive 
mark by which it may be recognised, and not 
confounded with any other, was well worthy of con- 
sideration. The Board of Trade accordingly for- 
mally brought the subject under the consideration of 
the authorities having charge of lighthouses in 
England, Scotland, and Ireland, and in due time 
reports were returned to the Board. arn 


| Messrs. D. and T. Stevenson, the engineers to 


the Board of Northern Lighthouses, in their report, 
say that the essential principle of the simple light- 
house characteristics at present in use is that of 
optical ‘distinction and strongly marked, and, there- 
fore, obvious differences in the periods of light and 
darkness, while the proposed system consists of 
intricate and minutely different numerical dis- 


_tinctions in number and order of eclipses crowded 


into very short periods. The origin of such 
schemes as that of Professor Babbage and Sir 
William Thomson is, according to Messrs. Steven- 


| son, an erroneous idea regarding facts which are 


well established. There is a current and widely 


diffused, though wholly unfounded, notion that the 


eat causé of shipwrecks is the mistaking of one 
ight for another by the mariner: Mr. Alan 
Stevenson, in 1851, showed, by statistics of the 
Scotch coast for four years, that the real cause of 
shipwrecks at night was not by the mistaking of one 
light for another, but rather the non-visibility of the 


lights. Out of 203 shipwrecks occurring in these four 


years, 133 occurred by night, and in only two of these 
was it ever alleged that the appearance of the light 
had not beén recognised, and in only one of these 
two cases were the lights specified that were alleged 
to have been mistaken for each other, viz., the ree 


See T. elegraphic Journal, December 15th, 1879, P- 407; 
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dark or foggy weather, they shou 
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volving light of Inchkeith for the fixed light of the 


Isle of May. The grand requisite of all sea lights 
is penetrative power, and not a great variety of 
characteristics, z.e., by appearances at once appre- 


ciable by the eye, or else by broadly marked varia- ' 


tions of periods, and not by minute differences 
exhibited in rapid succession indicative of certain 
letters of the alphabet, which could only be read 
by people trained to such a system of telegraphy, 
or the modification of this system now proposed by 
Sir William Thomson. Messrs. Stevenson, in con- 
clusion, say that the system of altering all fixed 
lights to the dot and dash, or Morse alphabet, 
system would, from the minute differences in cha- 
racteristics, lead. not only to perplexity in the mind 
of the sailor, but, they fear, to disastrous results ; 
and that such a mode of distinction, though it 
were free from danger, is uncalled for because un- 
. necessary. 


The Elder Brethren of the Trinity House also 


declined to recommend the adoption of the Morse 
alphabet as being superior to the methods now in 
use, or better adapted to the comprehension of 


every grade of maritime intelligence. Itis believed, 


they say, that if each light of the whole cordon 
round the coast were taken seriatim, there is not 
one whose identification could not be secured by 
observations far rougher and less minute than 
would be required for determining the existence 
and the sequence of longs and shorts.  —_ À 
The Commissioners of Irish Lights were found 
to be less inimical to the new system.than any 
Other authorities. It would be injudicious, they 
believe, to adopt the dot and dash system gener- 
ally, but the group flashing system could be ap- 
plied with advantage to those lighthouses on the 
Irish coasts by which the transatlantic vessels shape 
their courses. It would be of incalculable use to 
the masters that, on first making land, either in 


takable defined light. The Commissioners point 
out the concurrence of opinion between their scien- 
tific adviser, Dr. Tyndall, and Sir William Thomson. 
Dr. Tyndall said that it would be easy to give every 
lighthouse supplied by gas so marked a character 
that a sailor should recognise it with infallible 
certainty, and in carrying out his recommendations 
the Commissioners were very early impressed by 


_ the extraordinary facility with which, by the simple : 


turning on and off of gas at any required interval, 
distinctive variations, to almost any extent, might 
be made in lighthouse lights, without impairing in 
the slightest degree the great penetrative power of 
the light itself. So far back as 1867 they applied 
this system to Wicklow-head, where, by a very 
simple piece of clockwork, the light is turned on 


and off, so as to cause a light of ten seconds and 


an interval of darkness of three seconds’ duration ; 
and in 1871 at Minehead the same principle was 
adopted with fifty seconds light and ten dark. The 
use of gas in other lighthouses was recommended ; 
_ and in 1877, with the approbation of the Board of 
Trade, the Commissioners placed at the new light- 
house at Galley-head a group flashing gas-light, 
which was lighted in the following year, and is now, 
they believe, the most striking example in the 
world of this kind of light, the flashes of the powerful 
quadriform revolving light at that station being broken 
up into groups, producing an effect of unrivalled 


“individuality. This system of group-flashing is 


capable of almost endless variations. | 

Sir William Thomson’s other suggestions have 
been received by the experts with more favour. 
The advantage of coloured lights at important 
points is no longer insisted on, and Messrs. teven- 
son acknowledge that use of colour is attended with 
disadvantage, not only to men who are colour blind, 
but to all mariners in foggy weather, when the 
white lights acquire a reddish hue, soas to stimulate 
the effect produced by red shades.—Fournal of the 


Society of Arts. | 


DUPLEX TRANSMISSION WITH TWO 


RELAYS. 


By M. KOVACEVIC, Secretary of the Telegraphic 
' Administration at Agram. | | 


THE employment of two relays for duplex trans- 
mission has for its object the avoidance of the 
necessity of establishing equilibrium, an indispensa- 
ble condition with a single relay, and to give the 
means.of obtaining duplex or diplex transmission 
without other means than those which are required 
for ordinary simple working. — 

It is possible to obtain this object in different 
ways, and the arrangement depends upon the dis- 
position of the batteries, that is to say, whether like 
or unlike poles are put to earth at the two stations. 


| I. 
Arrangement of Terminal Stations. 


Fig. 1 shows the arrangement to effect duplex 
working in the first of these two cases, that is to 
say, when the batteries at the two stations have 


quently, the 


and when, conse 
poles act against one another. The transmitting keys 
are of the ordinary kind, having their axes connected 
to the two relays of each station, and the working 
contacts to the batteries, of equal power, B, and B,, 
and to earth. ake 

R, and R, are neutral relays, which can, however, 
be also polarised relays. The relays, P, and P,, on 
the contrary, must necessarily be polarised so that 
they may be acted upon only by the current coming — 
in through the line, w, and not by a current going 
out to the same... 

The figure shows.clearly how communication is 
established with the local batteries, L, and the 
Morse writers, M, and M,, by means of the relays, 
P, and R,, on the one hand, and the relays, P, and 
R,, on the other. The closing of the local batteries 
and, consequently, the production of signals on the 
Morse writers can only take place when the arma- 
tures of the polarised relays remain in contact with 
the screws, z,, and when, on the contrary, the levers 
of the neutral relays are in communication with the 
lower screws, v,. 

The condition indicated in the figure is the state 
of repose, during which the batteries, of equal 
power, B, and B,, which communicate with earth 
by their negative poles, send their positive currents | 
out to the line, w, or produce a neutral effect. 

The levers of the neutral relays remain free, and 
rest in contact with the lower screws, v,, whilst the 


| 

| 
| 
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armatures of the polarised. relays establish commu- | 


nication with the screws, ,. | 

In this case, neither of the Morse writers produce 
signals, the circuit of the local batteries, L, not 
being closed. | toi | 


If the station, 1, depresses his key, the positive | 


current of the battery, B,, passes through the relay, 
,and returns by the point, a, to the negative pole, 
by the axis and the working contact of the lever of 
the depressed key. | | 
The resistance of this latter path of departure by 
the point, a, which can be formed of short and thick 
iron wires, being nil, it does not produce any bifur- 
cation, and, consequently, it does not allow any of 
the current of the. battery, B,, to pass out to the line, 


The relay, R,, at the station, 1, which sends 


signals, works when its lever is moved away from 


the screw, v, and goes over to the screw, v,. The 
Morse printer, M,, produces then its proper signal, 
if the armature of the polarised relay, P, remains in 
contact with the screw, #,, but such is not the case, 
will be seen. ts 

By the fact of the introduction of the battery, B, 


with the screw, v, of the relay, rR, when the key is 

he circuit of the local battery, 1, of the station, 
I, remains open, and consequently, the Morse writer, 
M, does not reproduce the signals, 

The same thing occurs when station 11 depresses 
his key whilst the key of station 1 remains in its 
normal position. As, in this case, the current of 
the battery, B, is the only one which goes out to 
line, the relay, R, comes into action while p, 
remains inactive. The local battery, 1, of the 
station, 1, is then. closed, and. the Morse writer, M, 
reproduces the signal sent out by station 11. 

When the positive current of the battery, B, | 
which goes out to line, has broken the contact of 
the armature of the polarised relay, P,, with .the 
screw, 4, the circuit of the local battery, L, of the 
station 11 becomes open, although the relay, R,, of 
that station works by its own current, which finds a 
closed local circuit from the point, 4, through the 
depressed key. tas 

If the two stations depress their keys, the relays 
R,and R, are worked by their own currents intro- 
duced in the local closed circuit. | 


Fig.1: 
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in the closed local circuit, the battery, B,, of the 
station, 11, is the only one which works to line. Its 
positive current passes through the two relays, R,, 
and P, of the station, 11, by the line, w, the polarised 


relay, P, of the station, 1, from whence it arrives at 


the point, 4, by the lever of the key at the station, 
I, which has been depressed, and by this means goes 
to earth. The relay, R,, comes into action when its 
lever leaves the screw, v, and makes contact with 
the screw, v, On the other hand, the polarised 
relay, P,, does not work, for the northern magnetism 
ing increased in the lower coil and increased in 
e upper coil, the contact of the armature of the 
relay with the lower screw, ,, is only made 
stronger. 
The local battery, L, has its circuit closed through 
the medium of the levers of the two relays, P, and 
R,, and thus the Morse writer, M, reproduces the 
signal sent out by the station, I. - 
he positive current of the battery, B,, which 
goes through the polarised relay, p,, of the station, 1, 
increases the northern magnetism in theupper coil, 


whilst it decreases it in the lower coil. The : 


armature of this relay leaves then its contact with 
€ screw, #,, and that before contact is established 


The polarised relays, P, and P,, not being, at this | 
moment, acted upon by anycurrent, their armatures 
continue resting against their contact screws,  ; 
and in consequence, the circuits of the local batteries 
are closed and the Morse writers respond. 

If the station, 1, allows his key to return to its 
normal position, his Morse writer continues to 
work, the levers of the relays, R, and P,, remaining 
in contact with the screws, v, and #,. On the other 
hand, the signals sent out by the station, 1, cease to 
be reproduced by the Morse writer, M,, for the con- 
tact of the tongue of the relay, P, with the screw, 
u, becomes then interrupted by the current of the 
battery, B, coming to line, and the circuit of the 
local battery, L, becomes opened. jie 

If the station, 11, also allows his key to come back 
to its normal position, the effects of the currents 
from the batteries, B, and B,, neutralise one another 
and produce again the state of rest which has been 
previously referred to, and therefore the station, 1, 
ceases also to reproduce the sfgnals emitted by the 
corresponding station.. 

‘If leakages or changes of resistance ‘occur on the 
line, the effects of the currents are only to produce 
partial compensation, and each section of the line 
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remains influenced by the part of the current which 


is not compensated for by the current sent out to — 


line by the battery in that particular section. 

. If the amount of the leakage, &c., is such that 
the neutral relays, R, and R,, do not produce signals 
in their normal condition of affairs, the correct 
working of the ‘duplex principle is still assured. © 
If however, the changes are such that one or 
other of the néutral relays can produce signals 
éven in their normal condition, then ordinary single 
working only will be possible for either station, 
since thé case ‘becomes practically one of ordinary 
working with reversed currents.. 


In this case the realisation of duplex transmission — 


has, naturally also, reached its extreme limit. 
In order to be able to obtain then simple working, 


and also, consequently, duplex transmission, it will | 


be necessary to regulate one or other of the neutral 
relays; R, and R,, or even both of them, so that the 
tension of their springs is sufficient to cause contact 
to be re-established by their tongues with the upper 
“This regulation, which is easily obtained by 
means of the counteracting springs, gives the 
méans of obtaining not only ordinary working, but 
also duplex transmission, and, as can easily be un- 
derstood, duplex transmission is subject to the same 
conditions which allow of ordinary single working 
being effected. 7 
In the state of repose, the position of the tongues 
of the two polarised relays, P, and P,, is wholly 


uninfluenced by leakages ; on the contrary, the posi- © 


tion of the current remaining in each section of the 
line simply holds the armatures harder over against 
Since the polarised relay of one station, when the 
key at that station is depressed, should work from 
the comparatively feeble’ current which comes in 
_ from the line, this relay should be adjusted in such 
a way that it can be worked by a minimum of 


adjust it after each variation in the strength of the 
current which is caused by leakages, &c.—Zrans- 
lated from Annales Télégraphiques. 


TELEGRAPHIC APPARATUS IN USE IN 
THE, BRITISH POSTAL TELEGRAPH 
DEPARTMENT. 
XII. 

THE DUuPLEx SYSTEM—(continued). 


THE actual form of switch for changing from duplex 
to single working or vice versé is shown by fig. 59. 
The same form is used both for direct and for relay 
working. 


BATTERIES. 


Having in the last twelve articles considered the 


principal. forms of hand-worked instruments 
employed in the British Postal Telegraph Depart- 
ment, it is now proposed, before proceeding further 
in the description of the apparatus, to draw 
attention to the various forms of batteries em- 
ployed to work the same. At the present time 
there are three descriptions of batteries in use, viz.: 


the Daniell, the Bichromate, and the Leclancha: 
each kind has its special value, which expérience 
has pointed out. 
The Daniell which, as is well known, is the oldest 
description of battery, has been made in several 
forms, but the essential principle is the same in al]. 
Its great point of utility consists in its being able to 
give a constant current ‘under all conditions, that is 
to say, whether it be worked through a high resist: 
ance, or on practically short circuit. The electro: 
motive fotce, or power of overcoming resistance of 
the Daniell: per cell may, for ordinary purposes 
practically be taken as unity or I. LT: 
The Bichromate battery, which is now largely 
used for telegraphic purposes, is, in principle, an 
old invention ; it has, however, been so modified 
- that its employment, which was discontinued after 
trial some years ago, has been revived, and with 
excellent results. ‘The author of these improve- 
ments is Mr. John Fuller. The great advantage of 
the Fuller battery lies in its high electro-motive 
force, which is practically double that of a Daniell. 
The internal resistance of the cells, owing to the 
high conducting power of the fluids used in them, is 
also very low; this latter fact enables a stron 
current, under certain conditions, to be given, when 
batteries of a high resistance will not do so. 
Although the Bichromate battery is not as constant 
as the Daniell yet it does not po/arise to any great 
extent unless absolutely on short circuit ; under the. 
latter condition, the polarisation in I minute may 
_ be only about Io per cent., but this latter value 
varies with the condition of the battery. The 
Leclanché battery, although it has not the constancy 
of the Daniell or the power of the Bichromate, is a 
most valuable battery in cases where a continuous 
or nearly continuous current is not required, and 
where the “refreshing” or cleaning of a battery 
would be a matter of some difficulty and expense, 
from the fact of its being placed at stations difficult 


re- | of access, and where the cost of a special journey 


to set in order a single battery, it may be, would be 
a heavy item compared with the value of the 
message work done. The electro-motive force of 
‘the Leclanché. battery is about. 1°6 that 
Daniell, or, in other words, 10 Leclanché cells will 
give about a similar electro-motive force to 16 
aniells. The battery when not in use does not 
waste to any appreciable extent, or, in other words, 
is almost entirely free from “local action ;” this is. 
not the case with the Daniell and Bichromate 
batteries, which, if left to themselves for any con- 
siderable length of time will become exhausted, 
although no current is generated ; this local action, 
however, probably ceases when the batteries are 
working, that is to say, the whole of the material 
consumed goes towards producing the current. 
If we take a vessel containing a solution of sul-: 
_phuric acid and water, and place in this a rod or 
plate of either pure zinc or zinc which has been 
amalgamated. ‘with mercury, then no action or: 
change will be observed on the metal ; and, further, 
if a plate of copper be likewise immersed in the 
liquid no action or change will take place on either 
metal provided the two do not touch. : If, however, 
the metals be connected together by a short piece 
of wire, then bubbles of gas will be copiously given 
off from the copper or platinum plate, and at the 
same time the zinc will be attacked by the acid and 


| 
| 
à 
| 
| À 
| 
| 
| 4 
\ 


THE TELEGRAPHIC JOURNAL. 


| 
24 
4 
« 
| 
i 
4 
| FE GE 
| 1 
4. 
| 
} 
La 
. ' | 
| 
: d 
| 
‘ J 
| 
4 } 
\ À i 
| 
| Z 
À | 
‘Patt’ of PI | 
| air Of Plates. Terminal Copper. | 
- ” , 
~~ - - - 


15, 1880.] 243 | 


244 


THE TELEGRAPHIC JOURNAL. 


[JULY 15, 1880, 


gradually dissolved, the combination of the zinc 


with the acid forming the salt sulphate of zinc. 


This action will continue as long as the plates 
remain connected together, but will cease imme- 
diately the wire joining them is severed. The 
result of the action on the plates is to generate an 
electric current in the wire, which current will con- 
tinue. to flow so long as there is material to be 
consumed, and the solution does not become satu- 
rated with the salt formed. To keep the action of 
the cell up, therefore, it is necessary that the solu- 
_ tion be renewed from time to time, and also the 
zinc be replaced by a fresh one when it is entirely 
or nearly consumed. 

The full action of the battery described will fall 
off from other causes than that due to the saturat- 
ing of the sulphuric acid solution ; the copper plate 
becomes coated with bubbles of hydrogen, which 
adhere to the surface and ‘set up an opposing 
action. | | 


DANIELL'S BATTERY. 


To get rid of the effect of the hydrogen, Daniell 
conceived the idea of causing the gas to throw 
down a deposit of pure copper on the surface of the 
copper plate, thus not only getting rid of the 
polarising action bat at the same time keeping the 
surface of the plate clean and bright, so that the 
flow of the current is not impeded. This object 
was completely effected by keeping the. copper plate 
immersed in a saturated solution of sulphate ‘of 
copper, the hydrogen in this case instead of adher- 
ing to the plate, decomposed the sulphate of copper, 
and deposited pure copper on the surface of the 
former. | | 

As it is necessary that the zinc plate be immersed 
in the sulphuric acid solution and not in the sul- 
phate of copper, since the latter would be decom- 
posed locally by contact with the zinc, the two 


liquids are separated from each other by a porous 
| | material, which, while it prevents, as far as possible, — 


the mixing of the liquids, allows them to come into 


actual contact, and thus enables the current to be : 


conducted between them. 


The action of a cell constructed with the copper 


plate in a solution of sulphate of copper contained 
in a porous vessel, and the zinc in a solution of 
_ sulphuric acid, is similar to that of the simple one 
first described, sulphate of zinc being formed in the 
_ sulphuric acid solution and hydrogen on the copper 
plate, only, as has been pointed out, the gas does 
not become developed in the form of bubbles. — 
Although a solution of sulphuric acid placed in 
the chamber in which the zinc is set increases the 
power of the battery, under certain conditions, by 
diminishing its internal resistance, yet it causes the 
sulphate of copper to diffuse rapidly through the 
porous chamber, and to produce local action on the 
zinc, an action which amalgamation will not pre- 
vent. The practice in telegraph batteries therefore 
is to charge the zinc chamber with water only. 
This water, when the battery is once set in action, 
becomes slightly acidulated by the sulphuric acid 
_ set free from the sulphate of copper, and produces 
sufficient action. to develop the full electro-motive 
force of the battery, though the internal resistance 
of the latter is higher than would be the case if the 
acid were used ; but the value of this resistance is 
not so great as to materially affect the strength of 


the current which the battery is required to give 


out. 


There are three kinds of Daniell's battery at 
present in common use, viz., the Ordinary, the 
Chamber, and the U. X. (so-called from its being 
employed by the United Kingdom Telegraph Com- 
pany previous to the transfer of that company into 
the hands of the State). | 


THE ORDINARY SULPHATE BATTERY. _ 
This battery consists of a trough 2 ft. long, 


4 in. wide, and 54 in. deep, made of teak, and 


divided into 10 cells by slate partitions, which fit 
into grooves ploughed in the sides of the trough ; 
to make these cells watertight they are well coated 
internally with marine glue, which is a mixture of 
india-rubber, shellac, and naptha ; each cell is then 
sub-divided into two equal compartments by a 
porous partition of white unglazed porcelain, + in. 
thick ; these partitions are fixed in position whilst 


‘the coating of marine glue is hot. The zinc and’ 


plates for the cells are 34 in. wide and 2 in. deep; 
these are connected by a copper strap to a plate. 


of sheet copper, 3 in. square ; the copper strap of 


each pair of plates is bent over the slate partition, 
so that the zinc plate hangs in one cell and the 


‘copper plate in the contiguous cell. A pair of 
plates is fixed astride of each slate division, so 


that a copper and zinc plate face one another with 
a porous partition between throughout the trough. 
The last copper and the last zinc plate are each 


connected to brass binding screws or terminals, the: 


copper plate being connected to the left-hand ter- 
minal and the zinc to the right-hand terminal of the — 

The exact form.of the battery plates will be seen. 
from fig. 60... 


To charge the Battery. 


About 3 oz. of sulphate of copper crystals, which 
must be in lumps of about the size of hazel nuts, 
are placed in the compartments containing the 
copper plates, and the former are then filled with 
soft water (hard water should never be used, as it 
contains lime which incrusts the zincs and the 
porous partitions, and stops the action of the 
battery) up to a level with the top of the zinc 
plates. A little time must then be allowed for the 
liquid to thoroughly saturate the porous divisions, 
and drive out the air contained in the pores. When 
this process is observed to be complete the com- 
partments containing the zinc plates must be filled 
up to within about a quarter of an inch of the top: 
of the zinc plates. As the porous plates in absorb- 
ing the solution contained in the copper compart- 
ments will have. reduced the level of the liquid 
these compartments must be re-filled so as to make 
the level the same in all the compartments. When 
batteries are charged in this way they get into 
proper action much quicker than would be the case 


if all the compartments were filled simultaneously. 


The battery so charged will be found in thorough 
working order at the end of about 24 hours, a por- 
tion of the sulphate of copper having become dis- 
solved in the compartment in which it is placed, 
and sufficient having passed through the porous. 
partition into the zinc chamber to start the chemical 
action. | 

If the battery is required for immediate use it 
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may ,be started at once into good action by placing 


a weak solution of sulphate of zinc in the zinc com- 

artment. It isa common practice to. obtain this 
solution by taking a portion of the liquid from the 
zinc chambers of batteries which are in full action, 
and placing it in the cells, which are then filled up 


with water. Care must be taken that the zinc 


plates of the battery do not touch the porous par- 
titions, as this causes metallic copper to become 
deposited on them. | Le | 

_ The solution in the zinc cell must never be allowed 
to become saturated with sulphate of zinc, as this 
stops the action of the battery by causing crystals 
to form on the zinc plate. Crystals are also liable 
to form on the tops of the plates and edges of the 
trough ; these should be wiped off when they form, 
by, means of a damp cloth, otherwise the liquid in 


the cells will be drawn off by the capillary action | 


of the salt. 

Some crystals of sulphate of copper must always 
be kept in the copper cell, otherwise the action of 
the battery will cease, owing to zinc instead of 
copper being deposited. on the copper plates. When 
a sulphate battery is cleaned, the zinc plates. should 


be scraped to remove the deposit of copper which 


always adheres to them ; the plates need not be 


removed for this purpose, as only the side of the 


zinc facing the-porous partition gives action in the 


battery. | 


_ Owing to the action of the current, and from 
other causes, the liquids in the cells often become 


unequal in level, the solution filling one cell com- 
pletely, and leaving the: neighbouring one ‘half. 


empty ; an occasional syringing out is necessary to 


Besides being tended constantly, the battery must 
be thoroughly cleaned every two or three months, 
according to the work it has been doing. The 
solution in the zinc cell is first drawn off by a 


Syringe, and placed in a jar in which a few scraps 


and top view, by 4, B, C, fig. 61, respectively. The 


top, sides, and bottom of these pots are dipped in 


hot paraffin wax, as shown by the dotted lines in 
A; the back is also similarly coated, thus only the 


portion of the ‘pot opposite the zinc plate is ‘left 
porous. This prevents the diffusion of the sulphate 
of copper through the pores into the sulphate of 
zinc solution, except at the part opposite the zinc, 
where it cannot be prevented. Recently ozokerit 
has been used in the place of paraffin, and with 
success, as it is not so brittle as the latter substance. 

In this porous pot the sulphate of copper and the 


‘copper plate are placed. Thesize and arrangement 


of the plates, and the mode of fitting, charging, and 
maintaining the battery;,are precisely the same as 
in the “Ordinary” battery... | 
Five of the porcelain chambers, forming ten cells 
in all, are placed in a wooden box, 2 feet 2 inches 
long, without partitions.’ In many places this box 


is dispensed with, and the chambers are simply 


ranged on shelves or racks in the battery room, and 
are covered over by hinged covers forming part of 
As compared with the “Ordinary,” the “Chamber” 
battery offers extra facilities for cleaning and repair- 
ing ; imperfect cells and porous pots can obviously 
be replaced with the greatest facility. 


Bots. 


A SOMEWHAT curious communication has been recently 
made to the Academy of Sciences, Vienna, by M. 
Exner. This gentleman announces that if a bismuth 
and antimony thermo-pile pair be plunged into a gas 
which has no chemical action upon either of the 
metals, then heat applied at the junction will not 
cause a current to be generated. If also two copper 


“of zine are placed, to throw down any copper which 


may be contained in the solution ; this solution is 
used for recharging the batteries after they are 
cleaned. The liquid in the copper cell is similarly 
drawn off and kept. The crystals of sulphate of 
copper are next removed, and then the plates are 
taken out, and well scraped and cleaned, the mud 
removed being kept for sale. The porous partitions 
are then cleared of copper, and the cells finally well 
washed out with clean water. | 
The “Ordinary ” sulphate battery, although it is 
at the present time extensively used, has the great 
disadvantage that, if any of the porous partitions 


become broken, they cannot be replaced without . 


the whole battery being dismantled. It is difficult 
also to make the porous partitions sufficiently strong 


without making their resistance high. For these, 


and other reasons, this form of battery is now 
Practically obsolete, and is being superseded as 
quickly as possible by another pattern. | | 


THE CHAMBER BATTERY. 


This form of battery, like the foregoing, is also 
extensively used. The cells are made in pairs, and 
consist, first, of a square chamber of white glazed 
Porcelain, 5 inches square, and 53 inches deep ; this 
chamber is divided into cells by a partition of the 
same material. Into each cell is placed a porous 
earthenware pot of the form shown in side, front, 


bars be joined together, and one be so protected that it 


cannot be acted upon, then if the pair-be plunged into 
chlorine gas, which attacks copper, a current will be 
generated on applying heat to the junction; this is not 
the case if the two bars be both protected or unpro- 


THE SCANDINAVIAN PATENT OFFIcE.—The following 
resolutions have been passed by the French and Danish 
Governments, dated 7th April, 1880, and likewise by the 
Government of the Kingdom of Italy, March 3rd, 1880, 
relative to the registration of trade marks and designs : 
—France and Denmark.—1st. ‘‘ The Danes in France 
and the French in Denmark, shall enjoy, as regards the 
registration of trade marks and Nedions, the same 


_ rights and protection as the subjects of these respective 


countries themselves.” 2nd. “Subjects of either ot these 
two countries, desiring to secure to themselves the 
registration and sole right of their trade marks and 
designs in either or both of these two States, are bound 
to conform to the rules and formalities prescribed by 
law and in existence’in these’ two ‘contracting States.” 
3rd. “The resolutions explained in the above two articles 
are equally applicablé to the trade marks and designs 
of any kind or nature whatsoever.” 4th. “ This arrange- 
ment, as above described, shall be executory im- 
mediately after its promulgation in the two countries, 
and shall continue in force for the term of one year 
after the rescinding of the resolution by one or other of 
the contracting parties.” Italy.—The Court of Cas- 
sation of Turin, under date of March 3rd, 1880, has 
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sanctioned the following resolutions in regard to the 


law of the 30th August, 1868, concerning the registra- — 


tion of trade marks and designs, which is applicable 
and favourable’ to all foreign manufacturers, 1st. 


“When a mark or sign presents a similar character to 
any other symbolical characteristic, for example, the — 
name and signature of the inventor, and the name of © 
the place from whence the goods arrive, and to which 


the marks or signs are attached. A foreigner, who 


né uses the same mark or sign in his own country, — 


may also have the exclusive right to use the same in 


the ‘Kingdom of Italy by ‘conforming himself to the 


prescribed law, passed the 3oth of August, 1868, 
regarding the registration of trade marks and designs.” 
2nd. “That any use of sucha mark or sign, or the same 
being published and promulgated in the Kingdom of 
Italy previous to the obtaining of the necessary 


certificate of protection, shall be considered as a 


violation of the law, and no exclusive right to use any 
mark or sign will be guaranteed after such mark or 
sign has thus fallen into public hands.” ‘The result of 
the above resolution being that all foreign manu- 
facturers or merchants who first register in Italy their 


distinctive trade mark or sign will be able to obtain the 


protection of the same by law, and a guarantee against 
any infringement whatsoever, bs | 
 TELEGRAPH Business AT CHICAGO DURING THE 

_REPUBLICAN CoNvENTION.—The political telegraphing, 


especially during presidential elections, has become an 


important item'in the aggregate of telegraph business 
done, The recent prolonged and excited National 


Convention of the Republican party at Chicago, gave . 


active employment to all the telegraphic facilities which 
could be supplied, the amount of business done by the 


telegraph companies. during the session of the Conven- | 


tidfi, and for two or three days previous to its as- 
sembling, greatly. surpassing that of any similar gather- 
ing in the past. The Western Union Telegraph Com- 
pany worked some fifty. circuits from the Exposition 


3uilding, where the Convention held its sittings, all of 


which were kept busily occupied. On these circuits the 


_ Company sent an aggregate of 300,000 words of matter 


containing the most important part of the proceedings, 
which were bulletined at about 6,000 of the company’s 
offices for the benefit of the public, free of cost. In 
addition, there was an average of nearly 400,000 words 
sent daily to the press, or a total of 3,049,556 words of 
press reports, sent from May 29 to June 8, inclusive. 


Besides this there were 225,468 private messages sent, | 


making a total of 7,858,916 words, At the Illinois 
Republican State Convention, which preceded the 
National Convention, and in which the interest was 
unusual and the excitement attending it very great, the 


work done by the Western Union Company was very 


heavy and very promptly and satisfactorily performed. 
The commenced May. 16 and ended 
on May 22, thus lasting an entire week. The Con- 
vention proper was in session three days. The week’s 
record shows the following handsome results : 


| | Words, 

Special and associated press matter sent 215,925 
Press matter received for delivery to the local 

press | eee eee . con eee eee eee 38,208 


Total press matter... 294199 
Fournal of the Telegraph. 

- Les Mondes states that M. Tommasi has recently been 
effecting improvements in his relay with the view to 
make it practically workable on the Hughes instrument 
through a submarine cable. The. instrument has been 
made to work through a resistance considerably higher 
than that of the transatlantic cables, an achievement 


Company. 


which is made the most of, but which in no way proves | 


that the effect of inductive retardation will not cause 
interference, | 
M. BECQUEREL finds that in the cases of the dia: 
magnetic gases, protoxide of nitrogen, carbonic acid, 
nitrogen, and olefiant gas, the amount of magneto. 
rotatory polarisation which rays of light undergo in 
passing through the same varies nearly in the inverse 
ratio of the square of the wave lengths as for non. 
magnetic bodies. Oxygen, a magnetic gas, acts 
differently, for red rays it gives a rotation which isa 
little above the green rays; in the case of the dia- 
magnetic gases the reverse is the case, the rotations for 
green as compared with red being as 10 to 15. Pa 


Tue Society of Slate Quarriers of Angers are adopting 
the electric light in their subterranean chambers in the 
place of gas. The plant comprises a 16 horse-power 
engine, 6 continuous circuit Gramme machines, a seven 
strand cable’ copper conductor 350 metres in length; 


the lamps aré of the Serrin type. Taking each lamp 
‘as equal to 300 Carcel burners, the cost of lighting per 


hour is estimated at ‘oo37fr. for electricity and ‘ogafr, 
for gas. 


THE Council”of the Society of Arts have addressed 
a memorial to the Postmaster-General, asking him to 
reduce the tariff for inland telegrams by fixing the limit 
of charge at sixpence instead of a shilling, as at 
present. The memorial points out that, as regards 
cheapness of telegrams, England is behind several con- 


‘tinental nations, and refers to the curious anomaly that 


a telegram can be sent for less money from any part of 
the United Kingdon to Belgium, than from one part of 
London to another. Between England and Belgium 
the charge for telegraphic messages is twopence’a word, 
and, consequently, a telegram of four words (the 
sender’s name, the receiver’s name, the receiver's 
address, and a word for the message) can be sent for 
eightpence. Sufficient time has not elapsed since the 
sending in of the memorial to admit of a reply being 


RESISTANCE OF MAGNETO-ELECTRIC MACHINES. + 
A paper was read by M. Carnellas on the 7th inst, 


! before the Académie des Sciences, on the direct 


measurement of the interior resistance of magneto- 
electric machfhes in motion. The induction of. the 
electro-magnets and the metallic cheeks is obviated by 
rotating the (Gramme) ring mounted carefully with its 


_ brushes on wooden supports, and the effects of, terres- 
. trial induction are avoided’ by opposing ‘to each other 


these effects in two similar Gramme rings, mobileunder . 
the same conditions, with axles parallel. The ring (at 
rest or rotating) is made the fourth side of a Wheat- 


_-stone bridge formed by Siemens’ ‘universal galvano- 


meter. The resistance of the ring in motion (450 turns 
per minute) shows an increase of 25 per cent, on that 
of the ring at rest, 


Tue Bell Telephone Company of Canada held its first 
meeting at Toronto on Tuesday, June 1st. The com- 
pany has purchased all the exchanges and business in 
Canada owned by the Dominion Telegraph Company, 
and is trying to purchase the Montreal Telegraph Com- 
pany’s telephone business. It has also purchased all 
the independent exchanges, including the. Toronto 


Tue PNEUMATIC TELEGRAPH IN Paris.—Since the 
reduction of the charge for a single message by the 
pneumatic system, that is to say, since the first day of 
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last month, the number of messages sent has more than 
doubled. From some statistics’ published in’ Paris it 
appears that when a message has only to traverse a 
single section of the tube eight minutes are only ex- | 
pended, including the necessary office business apper- — 
taining to the message ; for each section after the first — 


five. minutes more must. be added, and the great 


pied by the passage of the cards through the tubes. 


recent sitting of the Académie des Sciences 


M. Reynier exhibited an improved, voltaic battery. — 
The new arrangement Consists of amalgamated zinc in 


a solution of caustic soda; and  à- copper plate in 
sulphate of coppér, the two solutions being separated by 


a rectangular vessel_ of several thicknesses of parchment 


paper. The electro-motive force of the new element is 
1g to 1°5 volts, according to: the concentration of the 
liquid. The couple can be regenerated by passing 
through it the current from a dynamo machine. | , 


Ar the same meeting of, the Académie M, Ader pre: 
sented a paper in which he gave the results of experi- 


ments proving that all bars of magnetic nature submitted | 


to a mechanical action of compression, torsion, or trac- 
tion, tend to recover their original molecular arrange- 
ment under influence of the magnetising current, : 


‘THE..new, Russian imperial yatch , Livadia has been 
fitted: up with eight Jablochkoff candles, under the 


superintendence of Lieutenant Rimsky-Korsakoff of 
the Russian Imperial navy. No less than sixty Jabloch- 


koff candles will be ultimately in use. 


_ At Halifax, N.S., May 20, while divers were at work 


at Cole Harbour dike, a storm carre upon them, and 
the lightning striking an air pump passed down to a 


__ diver under the 


insensible, but his injuries are not serious. 


‘Iris said that the Western Union has appointed a 
special committee to equalise rates. Formerly re- 
ductions were made only to the large cities, and it is 
now proposed to equalise them, so that smaller and in. 
terior towns shall derive a proportionate’ benefit from. 
each reduction,. President Green recently said that the 
business of the company was never so good as now, 
and that there was an average of 4,000 more messages 
a day being received than during. the same period last 


Puck, the American Punch, thus expresses its opinion. 
of Mr, Edison :—“ Edison is not a humbug. Far from 
its He isa man of a type common enough in this 
country—a smart, persevering, sanguine, ignorant, 
show-off American. He can do a great deal, and he 
thinks he can do everything. ‘As a matter of fact, he 
ISSO smart that he is the tool of the first scamp that 
comes along. He would invent to-morrow, in perfect 
good faith, a three-legged ‘stool. He would let 
speculators organise a stock company to float that 
three-legged stool, Then, when he found that three- 
legged stools were in common use before he was born, 
he would cheerfully go to work to invent somethin 
else, honestly unconscious of having done any mischief. 

t is just his position to-day. He has fussed and 


4 


fumed over his electric light until he has, made for 
himself every variety of failure that other men had 
made before him. Meanwhile, his Wall Street friends 
have put stock on the market, sold it at. a high figure, 
and are now stowing away the différence between said 
figure and the present, which is somewhere along in 


| the latitude of the’ Keely ‘motor. quotations; We 
majority of messages pass through four sections;the — 
average time per message is equal to. twenty-five — 
minutes., There are, however, distances of eleven © 
sections, and one, that from the Bastille to the Place | 
du Trône, of twelve sections, and in the last case the - 
journey occupies, sixty-three minutes. Measures are . 
now being taken to shorten, if possible, the time occu- — 


acquit him of any complicity in all this, Mri T4 A. 
Edison probably hasn’t a very. delicate .sense of com- 
mercial etiquette, but he is neither, incompetent, nor 
dishonest... However, if. all, this nonsense .is :bein 
turned to bad account by. dishonest people, it is Me. 
Edison’s business to protect the public from any wrons 
done them under cover of his reputation. And we fea! 
there will some day be an exposuré and an explosion 
that will make Mr. Edison feel particularly: miserable. 
Let him see to it, that such misery is not deepened by 


A FATAL accident occurred. at'a fire in Manchester 


through a firesescape coming: in contact with ‘@ tele- 
graph wire attached to achimney ; the latter wasipulled 


and a falling portion killed a woman. Itappeared 


at. the inquest that the wire was one erected) by, a 
private firm, and was 22ft. from the ground. : The jury 
returned a verdict of “ Accidental death,” and, added:a 


recommendation to the effect that, in consequence of 


this accident and the possibility of. Orhan DPE all 


LA 


wires, whether private or public, should be pot ue ata 
height of not less than.g5ft. from the ground. 


à 


Russian Electrical Journal, entitled /'Æecfri- 


cité, will make its appearance this month; it will be 
issued fortnightly, and edited by the sixth section ‘of 
the Société Impériale Technique Russe, ‘at ‘St. Peters- 
burg.’ The staff of the Journal includes several dis- 
tinguished names We wish our new ‘contemporary 

THE present month also witnesses another addition 
to scientific literature. Under the excellent: title of 
Science, a new American weekly periodical’ published 
‘its first number on July 3rd. It is difficult to judge 
have, but the list of scientists who have promised their 
help augurs well for the future, The new production 
is of a somwhat similar class and uniform in, size with 
our contemporary, Nature... 


_ Tue Silvertown Telegraph Works are now manu- 
facturing an improved ;Poggendorff: Bichromate Battery. 
he peculiarity of the new battery consists in, the, use 
of an improved bichromate compound, and also of a 
new exciting powder, which replaces the sulphuric acid 
generally used in this form of battery. The results ob- 
tained by the employment of these compounds is stated 
to be far superior to those derived from the use of other 


mixtures. 


Dr. Stone recently exhibited before the Physical 
Society an electro-magnet wound with the best charcoal 
iron wire }th in. in diameter, instead of the usual copper 
wire, The wires are wound on it in parallel circuits, and 


joined up for “ quantity”. ‘It is stated that the lifting 


power of the magnet is four times as great as what 
would be obtained by the use of copper wire, °° 


THE Russian company: to” work’ the Jablochkoft 


patent in Russia, with a capital of 5,000,000 roubles, 


and with the inventor as promoter,’ is, so says the 
paper Molva, not a success, M. Jablochkoff advertises 


_ that the money will be returned to the subscribers. 
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A Physical Treatise on Electricity and Magnetism. 
By J. E. H. Gorpon, B.A. Camb., Assistant 
Secretary of the British Association. Two Vols. 
London : Sampson Low, Marston, Searle, and 
Rivington. | 

THE number of experiments that are being con- 

some of the most well known 


physicists, both English and foreign, is legion, and 


the apparatus for conducting the researches is dften 


of a complicated and costly character. The records 


of the work done are decidedly voluminous and 


complete ; but from this very fact it is difficult even 


for the most studious physicist to know what 


amount of discovery has taken place in any parti- 
cular subject. Many branches of physical science 
have had the records of experiments made in those 
branches well described and illustrated in a con- 
cise form, but hitherto the records of electrical 
science have not been put into such a shape as has 
enabled workers to know what has been done. 
Mr. Gordon’s new work is a step in the right direc- 
tion to partially supply this want. , 
Considering that the experimental work has been 
carried on with elaborate and costly apparatus, it must 


_ beevident that a full description of the work executed, 


to be successful, must be carried out regardless of 
expense in illustration. This Mr. Gordon has done, 
and done very successfully, and he is to be congra- 
tulated upon the favour which his book has already 
met with.. Over 250 illustrations—a very large 
number of which are whole page engravings, 
thoroughly well executed—in the two volumes 
show that neither pains nor money has been spared 
to make the undertaking as complete an exposition 
of the subjects treated on as possible. | 

The author states in the preface that “ My object 
in this treatise has been to give a complete account 
of such portions of electrical science as I am ac- 
quainted with, and, at the same time, to regard 
them from a physical as distinguished from a 
mathematical point of view.” “In order that the 
book may be more useful, I have entered very fully 
into the actual experimental details of most of the 
investigations mentioned, partly in order that any 
one wishing to continue the experimental investi- 
gation of the subject may find in the book accounts 
of what has already been done, and partly that 
students may see that electrical phenomena have 
a real existence, and are not merely abstractions or 
results of mathematical analysis.” | 

In the first part of vol. 1 electro-statics are dealt 
with. In speaking of the “earth connection” it is 
pointed out that “Since in a body of small dimen- 
sions an induced charge on one end causes an equal 
but opposite charge to be induced on the further 
end, that if the body be connected to ‘ earth’ the 
whole world becomes part of the conductor, the 
‘far end’ being somewhere in Australia.” This we 
consider to be quite a correct idea, though it is dis- 
puted by many. It is difficult to conceive that 
because a body is of very largedimensions it should 
not be subject to the same law which holds: good 
for a smaller, the question is one of degree only. 
It is quite true that the conditions are such with a 
body of large dimensions that they may be con- 
sidered as following a different law ; but it is not 


true therefore to say that the theories in the two 
cases are not identical. | NT 
In dealing with problems of electro-statics for 
urposes of calculation, it is always advisable to 
es a clear notion of the nature of the thing with 
which we have to deal, although we may not know 
exactly what itis. If we attempt to explain what 
electricity is we may only confuse ourselves, es 
cially if we‘ bring the ideas into play when dealing 
with electrical problems. Mr. Gordon on this point 
says, “ For purposes of calculation, electricity of 
either kind. may be treated precisely as if it was a 


_ material or compressible fluid. It, however, differs 


from a fluid in the fact that equal quantities of the 
two kinds neutralise each other.” 

The transmission of electric force through space 
Mr. Gordon considers to be effected by a sératn or 


distortion of the medium which fills the space . 


between the electrified bodies. In the case of in- 
terplanetary space the ether is the medium, this 
medium having in itself no electrical properties. 
In speaking of lightning conductors, a proof, by 
Professor Ayrton, is given of the reason why 
pointed conductors enable a discharge to take place 


freely? - | | 


The idea of potential, which it is so hard to de- 
fine clearly, is dealt with in the usual manner ; that 
is to say, no attempt is made to define what po- 
tential is, but the way in which ‘the term is used is 
pointed out. Passing on to electrometers, we find 
the various kinds of these instruments very fully 
and clearly illustrated, though instructions in the 
use Of the apparatus are not given. 

Chapter XI, on specific inductive capacity, is 
very full, this subject being, we believe, a favourite — 
one with the author, whose own experiments. are 
naturally dealt with at length. In these experi- 
ments, the substance whose inductive capacity is to be 


measured is not subjected to acontinual charge, but 


to a rapid series of reversals, so as to prevent, it is 


thought, absorption ; the whole apparatus used is _ 


very elaborate. The correctness of the method 
adepted is, we think, open to question, or, rather, 
we doubt whether greater accuracy is insured by it 
than by the ordinary methods. Professors Ayrton 
and Perry’s investigations on the specific inductive 
capacities of gases are fully described, the conclu- ~ 
sions arrived at being that gases differ very little in 
this quality, though differences do exist. 

Part II. deals with magnetism, and. for the first 
time, we believe, the beautiful instruments used at 


the Kew Observatory are described and illustrated. 


The description of the self-recording magnetometer 
is especially interesting. ee 
Part III. describes the Voltaic battery. Consider- 
ing the numerous theories that have been put 
forward relative to the protecting action of mercury 
on zinc, we look with interest to see if Mr. Gordon 
expresses an opinion on the subject. We find that 
“Tt probably acts by coating the zinc and particles of 
iron alike with one and the same metal,” an explana- 
tion which we fail to see is any explanation at all... 

Mr. Warren De la Rue’s battery is fully described. 
This battery is perhaps one of the best forms 
possible for laboratory work. It is very compact 
and cleanly, and, for this reason, is becoming very 
extensively used for cable testing. . 

With reference to Grove’s battery, it is stated 
“There is no economy in purchasing small cells, as 
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with them the acids can seldom be used more than 
once, whereas, with large ones, they can be used 
four or five times. ‘Quart’ cells, with platinums 
6 inches by 3 inches, are the best size.” This is a 
useful scrap of information. Save 

The chapter on the Wheatstone bridge contains 
excellent iMustrations of the various forms of ap- 

ratus used in connection with it, but in speaking 
of the “metre bridge,” or, as Mr. Gordon calls it, 
the “sliding bridge,” it is stated that it is not sus- 


ceptible of great accuracy, a statement devoid of fact, _ 


as it is the only form of bridge with which accurate 
measurements of low resistances can be made. | 

To those who wish for a clear explanation of the 
adjustment of the B. A. units, we would commend 
Chapter XXVI., as the explanations are very full 
and clear. | | | 

Part III., vol. 2, deals with electro-kinetics. The 
chapters in this part are on “Standard Coils,” 
« Diamagnetism and Magno-crystallic action,” “ The 
Determination of Equi-potential Lines and Surfaces 
and Lines of Flow ;” these latter experiments, which 
are very interesting, were made by Professor W. G. 
Adams, the subject being treated purely experi- 


mentally. The chapters on the induction coil and 


the experiments made with it are very i Passe 
trated, the beautiful experiments of Messrs. Warren 
De la Rue and Spottiswoode being shown by 
coloured plates. Mr. Crooke’s experiments are also 
fully described, indeed are reprinted verbatim from 
the lecture delivered before the British Association 
in August, 1879. | 1 
Messrs. Perry and Ayrton’s experiments on con- 
tact electricity are also merely reprints from papers 
by the authors. Concerning this question, it appears 
to us that the phenomenon of so-called polarisation | 
in batteries has never been explained satisfactorily. 
The electromotive forces or potentials produced 


_ when a single metal is placed in contact with an 


Nectre yte_ 
tion is said to be due to the development of 
hydrogen on the surface of the negative element ; 
this produces an opposing electromotive force and 
reduces the effect. If, then, the electromotive force 
produced is definite, why does not the potential at 
the battery poles go down with a jump, as it were, 
and not go on gradually decreasing as is actuall 
the case? It has been explained that the cause is 
due to the hydrogen becoming more and more 
developed, an explanation which is no explanation 
atall. The hydrogen does become developed, and 
the electromotive force decreases as this takes place, 
but why it should do so is not explained. The 
effect of an opposing electromotive force in a circuit 
is definite, no matter whether this be produced by 
avery small battery or by a number of the latter 
all connected together for quantity. If we consider 
each bubble of the hydrogen of polarisation to be 
similar in effect to a small battery, then the first 
bubble should reduce the electromotive force a step, 
and all succeeding bubbles should neither increase 
or decrease this effect. | 
Perhaps the most novel matter in Mr, Gordon's 
book is that contained in Part IV., in which the 
relations between electricity and light, or electro- 
optics are dealt with. The experiments, on this 
subject are highly interesting, and the .author has 


himself verified the results of a number of the 


hes. | 


the liquid being drawn roun 


‘represent the 
He further observed that 
sensitive test of the presence of carbon, : 


Proceedings of Societies. 


PHYSICAL SOCIETY.—Juneg 26th. 
Prof, W, G. Apams in the Chair, 


Mr. C, V. Boys read a paper by Professor Gururix 
and himself on the measurement of the conductivity of 
liquids by means of magneto-electric induction, The 
liquid is suspended in a glass vessel by a fine iron wire 
in the centre of a cylindrical electro-magnet, formed of 
two semi-circular patts, This electro.magnet is rotated 
at a velocity not exceeding 7,000 turns per minute, and 

in the direction of rotation 
the wire is subjected to torsion which, under correction 
for certain errors, is proportional to the resistance of 
the liquid, The torsion is observed by means of a 
scale and microscope. The results plotted in a curve 
agree very closely with those of Kohlrausch obtained 


_ by alternate currents, and Dr. Guthrie thinks that they 


are probably more correct and trustworthy thah Kohl. 


rausch’s, for the method would seem to be superior | 


and the curve contains fewer eccentric points than his. 
Dr. GLADSTONE read a paper on the “ Refraction 


Equivalents of Isomeric Bodies,” in which he described 


the present state of the subject and his own con. 


tributions to it, He showed that the refractive power 


of bodies over light was of ‘great importance to 
chemists, since it depended on their essential structure. 
Dr. Huaerns described his latest results of star 
spectra, and illustrated his remarks by photographic 
spectra, taken by his improved method, From. these 
it appears that certain. stars, such as Vega, give a 
complete spectrum of hydrogen, Others, more yellowish 
in colour, show a thinning of these lines, such as Sirius, 
N. Ursæ Majores, Others show the intrusion of more 
refrangible lines, for example, Arcturus, A, Aquila, 
L. Virginius, while Capella gives a complex spectrum 
like that of the sun. Dr. Huggins also showed a 
spectrum of the flame of a spirit lamp, which presented 
a strong group of lines at s, and he considered it to 
ight emitted by the molecules of water. 


Mr. Livetne exhibited a new fire-damp indicator, 


. capable of detecting a quarter per cent, of matsh gas 


in air, It is based on the fact that an incandescent 
body shows more brilliantly in proportion to the 
amount of marsh gas in the air, and consists of two 
fine platinum wires kept incandescent by a magneto- 
electric current sent through them in one circuit. One 


wire is excluded from the fire-damp, the other is 


exposed to it, and the relative intensities of the two 
glowing wires is compared by a photometric screen 
laced between them and adjustable to a position 
etween them at which the reflections of the wires on 


the screen are of equal intensity. The position of the 


screen relatively to the wires is given by 4 scale, and 
measures the proportion of fire-damp in the air. This 
contrivance is more advantageous than the safety lamp, 
which only indicates two per cent. of marsh gas. 

Dr. Stone explained a new vacuum shunt for in- 
duction currents, devised by himself and Dr. Ketter, 
It consists of a mercury barometer tube with , Torri- 
ciellian vacuum and a movable cistern suspended 
by a cord over a pulley and supported by a counter: 
poise, By raising or lowering the cistern (which is 
connected to the tube by an india-rubber pipe) the 
mercury column is also raised or lowered, and the 
length of the vacuum, that is, the resistance of the 

Mr. MACFARLANE Gray read à on “Specific 
Heats calculated from Eutropy:’ The author arrives 
at some remarkable results, will be found in his 


| 
3 
| 
ICTEG 
| | 
| 
researc 
. ‘ | 


À. Achard.) Dated June 17. 
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paper in the Proceedings of the Society. He also — 


explained a new graphic method of representing 
eutropy. | 

Mr. CLARK communicated a paper on the behaviour 
of liquids and gases near their critical temperature. 
..,Mr. WINSTANLEY exhibited two new varieties of air 


thermometers and a thermograph, actuated by an air — 


thermometer, on. the: principle. of his radiograph, 


exhibited at last meeting. The first thermometer | 


consists of a [J tube, with terminal bulbs, and the left 
leg of much finer bore than the right, Mercury is in 


_ the right leg, sulphuric acid surmounted with air in the 


left,.. The apparatus is a barometer to the air inside 


the left bulb, and a thermometer to that outside. A 


similar combination of. an air thermometer and an 


_ aneroid barometer constitutes the second instrument. 


The expansion or contraction of the air in the stem by 


external temperature expands or compresses a small 


aneroid chamber in the bulb. 


- Mr, Gre.and Mr.,Srroup made a communication 


on a modification of Bunsen’s calorimeter, which will 
be found in the Proceedings of the Society. The 
meeting then adjourned till the winter session com- 
mences. pe | 


Patents —1880. 


2387. “Improvements in electric telegraphs and in 
apparatus connected therewith.” Sir C. T..Bricur. 
Dated June 12. ae 


2390. “ Improvements in and connected with the 
working of railway signalling apparatus.” G. K. 
WINTER. (Partly communicated by J. Craik.) Dated 
June 12. | | 


2392. “Improvements in and relating to the mariner’s _ 


compass and in appliances for adjusting and correcting 
the same.” D. McGrecor. Dated June 12. 


2418. “ Transmitters for telephones or vocal sound 


_ telegraphs.” R. M. Locxwoop and S. H. BARTLETT. 


Dated June 15.. (Complete.) fi | 


2432. ‘ Improvements in or relating to ship’s 
binnacles and lamps, part of which invention is 
applicable to other purposes.” J. M. Sim.  Dated 
June 16, | 

2433. ‘‘ Apparatus for moving and locking railway 
points and signals.” R. Hitt and D. Martor. Dated 
June 16, | | 


2444. “Improvements in fog alarm signals for rail- 
ways and in attaching fog or alarm signals to the rails 
of railways.” T. JENKINS and W, Price. Dated 
June 16. | 


2445. “ Improvements in floats and in apparatus for 
indicating the water-level in steam boilers and notifying 
an undue variation in such level.” A. A. Dupont. 
(Communicated by J. Bachrich.) Dated June 17. 


2453. “Electric apparatus for working railway 
brakes.” J. C. MewBurn. (Communicated by F. 


: 2459. “New applications of electricity for prevent- 
ing railway accidents and apparatus in connection 
therewith.” A. A. Dupont. (Communicated by J. 
Bachrich.) Dated June 17. | | 

2460. ‘‘ Low-water alarms for steam generators.” 
S. and H. N, Bickerton and D. Orme. Dated 
June 17. | 

2468. “ Apparatus employed in telephonic signalling.” 
E. H. JoHNson.. Dated June 18, 

2526. “ Improvements in or relating to signals: for 
use on railways,” E,A.Suttivan. Dated June 22. 


~ SPECIFICATIONS, 1879. 


2539. “ Apparatus for operating points and signals 
on railways.” H.JoHnson. Dated June 22. . : 
2864. “Galvanic batteries.” R. C.' ANDERSON. 
Dated June 23. À 
__ 2567. “ Automatic railway signals.” L. V. Loÿn. 
Dated June 23 | 
2897. “Electric batteries.” A. V. Newton. (Com. 
municated by F. Tommasi.) Dated June 25. 
2610, “ Telephones or telephonic apparatus,” J. H. 
Jounson, (Communicated by F, A. Gower.) Dated 


26. 


2643: « Registering apparatus for use in telephone 


systems or exchanges.” J. H. JoHNson. (Communi. 


cated by C. J. Bell and S. Taniter,) Dated June 20. 
2665. “Improvements in, protective and insulating 
casings or coverings for underground telegraphic, tele. 
phonic, or other wires.” W.R. Lake. (Communicated 
by R. B. Lamb.) Dated June 29. 
2690. ‘Method of constructing telegraphic, tele. 
phonic, and other wires.” C. Mosezy, W, F. 
BotromLey, W. E, Heys. Dated July 
2710. “Improvements in and connected with tele. 
graph apparatus.” C. Kesser. (Communicated by 
F. Fuchs.) Dated July 2. A 
2730. ‘Automatic electric time signalling apparatus.” 
i WETTER. (Communicated by W. H. Shuey.) Dated 


“Improvements in signalling upon railways 
and in apparatus or means for operating signals and 
other moving points of or connected with railways,” 
S. J. V. Day. (Communicated by J. S. Williams.) 

2761. ‘Apparatus for operating railway signals, 
gates, or similar devices.” H. J. HADDEN. (Communi- 
cated by J. A. Emery and J. E. Stuart.) Dated July.6. 


| Complete.) 


‘2764. “ Improvements in and connected with electric 
lamps.” G. G. Anpré. Dated July 6. 


ABSTRACTS OF PUBLISHED 


4534. ‘Electric machines.” W,. SIEMENS, 
Dated November 6. 6d. Relates to means of regu- 
lating the working of dynamo-electric and electro. 
dynamic machines, by causing those of the one class _ 
to produce more or less electricity according as more 
or. less is required to overcome varying electrical re- 
sistances in their external circuits, and causing those of 
the other class. to produce more or less motive power 
according as more or less is required to overcome 
varying mechanical résistances in the machinery which 
they are applied to work. The amount of resistance 
in any branch of an electrical circuit is, other things 
being equal, dependent on the length of conductor con- 
stituting that branch, and therefore when a branch 
forms the coil of an electro-magriet, its resistance 1$ 
greater the greater the number of convolutions- in the 
coil. On the other hand, the greater the number of 
these convolutions the greater is the exciting influence 
of a given current of the magnet. Instead of making 
the coils of the stationary, electro-magnets of the 
machines as they are usually made, to present an elec- 
trical resistance nearly equal to that of the coils of the 
rotating armatures, their resistance is largely increased, 
making it amount to not less than ten times that of the 
armature coils ; and this is done by a great increase of 
the number of their convolutions, so as to give the cir- 
cuit of each coil a greatly increased length without 
reducing the sectional area of thé wire of which it con- 
sists. Also instead of arranging the connections of the 
coils of the electro-magnets in the usual way, so as t0 


a 


| 
| 
| 
| 
| | 
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‘bring them into the general circuit of the armature and 
its external field as part thereof, they are arranged so 
‘that the increased coils form portion of a branch cir- 
cuit connected to the external circuit of the machine © 


beyond the commutator. | | 


4sss, Electro-magnets.” Josern Bett and 
GeoRGE SCARLETT. Dated November 8. 2d. Con- 
‘sists in winding two or more coils or helices of. wire 


round the same -core, or two or more independent 
wires insulated from each other in the same coils or 


‘compound helices. The first plan the patentees pre- 
fer, as they find it‘much easier to insulate the one from 


the other than when they are intermingled. Usually 


the insulating bobbin on which they are wound is 
formed in as many separate divisions as there are 


wires, a division for each wire, so as effectually to in- 


sulate them the one from the other. Thus presuming 


there are two bobbins, and each bobbin is divided into 
two parts, there are four helices or coils with eight 


ends, four from the bottom or beginning of the coils, 
and four from the top or finish of the same. Now if 
they are all right-handed or all left-handed coils, the _ 
four bottom coils are united to oné terminal of the 
_ battery or generator of electricity, and the other four | 
to the other terminal of the said battery or generator. 
The cores are then placed in the centres of- the bob- | 


bins. It is claimed that a ‘magnet of far superior 
power is obtained in this way. (Provisional only.) 


4572. ‘Conductors or cables for telephonic pur- | 
_ poses” W. R. Lake. (A communication from E.. 
Holmes and E. T. Greenfield.) Dated November ro. | 
. 6d. Intended to prevent or eliminate the effect of in- 
duction in electric conductors that are arranged in © 


close proximity to each other. . It proposes to braid 
the wires together into a cable, for which purpose they 
must be properly insulated to prevent contact of the 


conducting surfaces, By braiding the wires each one — 
of the system will cross and re-cross each and evety 
one of the others, and the construction being uniform | 
throughout, the nodes occurring at regular intervals, 
and the curves rising to ‘uniform heights from the 


axial line of the cable, this. regularity of construction 


producing most advantageous results, 


4573. “ Electric telegraph apparatus.” C. D. ABEL. 
(A communication from Ernst George.) Dated 
November 10. 8d. Relates to an improved con- — 
struction of electric telegraph apparatus, wherein a . 
step by step instrument is combined with a type print- | 


ing apparatus. A type wheel actuated by a crank- 


. handle is moved in accordance with the index actuated 


from the distant station and situated on the same letter 


dial as the said crank-handle, the impression of the | 


corresponding types being effected by the lateral motion 
or shifting of a ring, or wheel-shaped part, when the 
crank-handle is made to mark the divisions at which 
the index stops. 
4576. ‘Electric lamps.” .T. A. Epison. Dated 
November 10. 6d. Consists in a light-giving body of 


carbon wire or sheets coiled or arranged in such a 


manner as to offer great resistance to the. passage of 
the electric current, and at, the same time present but 
a slight surface from which radiation can take place. 
Also in placing such a light-giving body in a nearly 


perfect vacuum, to prevent oxidation and injury to the 


conductor by the atmosphere. Likewise refers. to the 
method of manufacturing carbon conductors of high 
resistance, so as to be suitable for giving light by in- 
candescence, and in the manner o securing perfect 


contact between the metallic conductors or leading © 


wires and the carbon conductor. 


4589. “ Apparatus for generating electric currents,” 
&c,. C. F, Hemnricus, Dated November 11, 23. 


133.) 


Consists in an improvement on the well .known Pacci- 
notti armature; a ring armature in channel form being 
specially claimed, Also in the general:construction of 
apparatus for generating electric currents .;continudus; 
or alternating and multiple circuit currents. ' Likewise in 


with circular or curved carbons, :. OVE 
4590; Electric lighting.” GP. Harbine. Dated 
November 11. 6d. ‘Relates to the position and feed 
of the carbons or .eléctrodes, and to the relighting of 
the electrodes when extinguished. The carbonSare placed 
horizontally, preferably one above the other, with a 


‘a brush holder and in various ‘forms’of lamps, .mostly 


current having the necessary tension to form the arc at 


the extremities of the carbons. A shunt is arranged to 


bring the carbons together gradually or otherwise, and — 


this arrangement can be utilised for several other 
objects. The expansion by heat of a metal bar is 
used for feeding the carbons as they consume, and 
sometimes this expansion is carried so far as to fuse the 
wire and utilise this fusion of wire as a means of bring- 
ing into play the advancing the carbons as they consume; 
in place of wire sometimes stops of wood or glass are 
used, the heat of the carbon in the latter case soft- 
ening the glass so as to allow it to bend, and to pass 


the stop and put the machinery in motion to bring the 


carbon forward. ‘This expansion or fusion may be 


equally employed for liberating a weight, or for acting 


a ratchet or spring, a lever, or a cam, by the aid of 
which the carbons are fed the given rate, the feed being 
4593. ‘Electrical signal or indicator apparatus.” 
‘WALKER MoseLey. Dated November 11. 6d. Re- 
lates to electrical signal or indicator apparatus, chiefly 


_ designed to be used in connection with an electrical 


bell, the purpose of the said apparatus being to indicate 
the room or apartment, from which the bell has been 
rung, or to convey signals of various kinds, as may be 
desired. | | 

4599. “Insulated electric conductors.” J. BELL. 
Dated November 8.: 6d, Asbestos: or amianthus 
paper is wrapped, spirally or otherwise, around the 
metallic conductor, and secured by any suitable ad- 


hesive agent, The same is then plaited or braided = 
with asbestos or amianthus fibres or thread, afterwards 4 


being passed through pulped asbestos or amianthus, 
then surrounded with asbestos or amianthus, wrapped 
spirally or otherwise, and finally coated with silicate 
of soda or other agent to bind the whole and withstand 
moisture. | +94 2199-4 

4613. “ Needle sounder for electric telegraph in- 
struments.” F. M.Rocers. Dated November 13. 6d. 
Intended’ to enable the ordinary needle telegraph 
instrument to appeal to the ear as well as to the eye of 
the operator. (See TELEGRAPHIC JOURNAL, Vol. VIII., 


City Botes. 


Old Broad Street, July 13th, 1880. 


‘Tue Eastern TELEGRAPH Company, Limitep.—The 


report of the directors to be presented to the sixteenth 
ordinary general meeting states that the Company’s 
revenue for-the six months. ended 31st.March, 1880, 
amounted to £291,194 16s..2d., from which is deducted 
468,637 18s. 8d. for the.ordinary expenses. of the 


Company, and £19,896 11s, special expenditure 


during the half-year, and £1,990 10s, 2d. for income 
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tax, leaving 4200,660 155. 7d., which, together with . 
415,279 8s. 7d. brought forward from the preceding | 


half-year, gives a balance of £215,940 4s. 2d. From 
this balance, 422,347 12s. 4d. has been paid for interest 
on debehtures, and £20,561 18s. for dividend to 31st 
March, 1880, on the preference shares. The directors 
have during the half-year paid an interim quarterly 
dividend of 1} per cent. on the ordinary shares. They 
now recommend the declaration of a final dividend for 
the year ended 31st March, 1880, of 2s. 6d. per share, 
payable on the 16th instant, making, with the three 


previous payments on account, a total dividerid for the 


year of 5 per cent. on the ordinary shares, and that the 
balance, £78,205 13s. 10d. be carried to the reserve 
fund, which will then amount to £262,849 3s. 3d. The 


steamship Chiltern is engaged in restoring communi. — 


cation by the duplicate cable from Vigo to Lisbon. 
With the exception of this section the Company’s 
cables are all in good working order, The other 
repairing ships are stationed in the Red Sea and 
Mediterranean fully equipped in readiness for the 
Company’s requirements. . The directors have from 
time to time received applications for, assistance to thg 
relatives of deceased members of the staff, and for the 
relief of those becoming incapacitated through illness 
from performing their duties. With the view of meet- 
ing such cases for the future, and encouraging the 


employés of the Company to make provision for the 
risks to which many of them are especially exposed in | 


the climates where they are necessarily stationed, the 
board has, subject to the approval of the shareholders, 
made jarrangements by which the Company’s officers 
can secure the payment to themselves of a limited sum 
at a fixed age, or to their relatives in case of death, the 
Company paying half the premiums required. It is 
estimated that if this plan is availed of by the employés 
generally, the cost to the Company will be about 
£2,500 per annum. A. resolution authorising the 
directors to carry out this arrangement will be sub- 
mitted to the meeting. Since the last general meeting 
the directors have issued 9,600 ordinary shares, and 


with the proceeds purchased for the Company 9,500 — 
_ fully paid shares of the Eastern and South African - 
Telegraph Company. They have also provisionally | 
taken, for £95,000 cash, a further 9,500 of those shares, 


with the dividend accrued thereon since that company’s 
line was opened and established, The returns from 
the line, during the past six months, have been 


sufficient to pay a dividend for that period, at the rate | 


of 6 per cent. per annum on the entire share capital, 
after discharging all working expenses, interest, and 
amortisation of debentures, and making a substantial 
reserve for repairs and renewals. The directors are of 
Opinion that. the acquisition of the above shares— 
which, with those already held, will give to this Com- 
pany £390,000 out of the total share capital. of 
£400,000—is a decided advantage to the shareholders. 
The meeting will be asked to sanction the payment of 
the £95,000 for the purpose mentioned. It is proposed 
for the present to provide the amount required, partly 


out of the current balances, partly by loans for short _ 


periods, and the remainder by the temporary applica- 
tion for that purpose of a portion of the reserve fund ; 
the intention of the Board being to replace all such 
advances’when the renewal or re-arrangement of the 
debenture debt of the Company is effected, The meet- 
ing willtake place on the 15th instant at the Terminus 
Hotel, Cannon Street, at two o’clock. 


THE (CuBA SUBMARINE TELEGRAPH (COMPANY, 
LimITED.—The report of the directors for the half-year 
ending 30th June, 1880, to be presented at the eighteenth 
ordinary general meeting of shareholders states, that the 


the gross receipts for the half-year ended 3oth June last, 


104-107 3 


including the balance brought from last account, amount 
to£20,562 4s. 1d., and the gross expenditure. to 
£3,718 3s. 9d., leaving a sum of 416,844 os. 4d. to the 
credit of revenue account. Of this, the sum of £4,300 has 
been placed to the reserve fund, increasing that fund to 
432,063 13s- 10d. . After providing for the Preference 
dividend, a balance of £9,544 Os. 4d. remains, out .of 
which the Directors recommend the payment of a divi. 
dend on the Ordinary Shares at the rate of 7 per cent, 
per annum, which. will absorb £5,600, and leave 
£3,044 os. 4d. to be carried forward to the current half. 
year’s account to meet the cost of the repair of the Cien. 
fuegos-Santiago section of the original cable. The 
directors regret to report that this section, which the 
shareholders will recollect was repaired in November last, 
again gave way in March. Mr. Keith, the Company's 
engineer, is now engaged in the work of repairing it, 
intelligence of the completion of which may be received 
at an early date. It will be satisfactory to the share. 
holders to learn that the Company’s other cables con- 
tinue in good working order. The director who retires 
from the Board at this time is Mr. Thomas Hughes, 
who, being eligible, offers himself for re-election. Mr. 
James Cowan, the auditor, also retires, and offers him- 
self for re-election. The meeting will be held at the 


Company’s offices, No. 61, Old Broad Street, on the | 
.21st inst., at two o’clock. | 


AT a board meeting of the Direct United States 
Cable Company (Limited), it was resolved to recom- 
mend a final dividend of 5s. per share, such dividend 


to be payable on and after the 16th August next, 


making, with the interim dividends already paid, 5 per 
cent. for the half-year ending 3oth June last, carrying 
forward £21,760, after having carried to. the reserve 
fund £22,847, making it up to £175,000. 


The following are the final quotations of telegraphs.— 
Anglo-American Limited, 623-63; Ditto, Preferred, 933- 
944; Ditto, Deferred, 344-35; Black Sea, Limited, ——; 
Brazilian Submarine, Limited, 83-83; Cuba, Limited, 93-10; 
Cuba, Limited, 10 per cent. Preference, 154-164; Direct 
Spanish, Limited, 14-24 ; Direct Spanish, 10 per cent. Prefer- 


| ence, 11-113; Direct United States Cable, 


113-113; Scrip of Debentures, 102-104; Do., £50 paid, 


‘1-3; Eastern, Limited, 9$-9$; Eastern 6 per cent. Pre- 
ference, 123-123 ; Eastern, 6 per cent. Debentures, repay- 
‘able October, 1883, 103-106; Eastern 5 per.cent. Debentures, 


repayable August, 1887, 105-108; Eastern, $ per.cent., 
repayable Aug., 1899, 105-108; Eastern Extension, Austra- 
lasian and China, Limited, 9$-9% ; Eastern Extension, 6 per 


cent. Debenture, repayable February, 1891, 107-110; 5 per 


cent. Australian Gov. Subsidy Deb. Scrip, 1900, 102-104; 
Ditto, registered, repayable 1900, 102-105; Eastern 
and South African, Limited, 5 per cent., Mortgage 
Debentures redeemable 1900, 100-102; Ditto, ditto, to 
bearer, 100-102; German Union Telegraph and Trust, 
9-0# ; Globe Telegraph and Trust, Limited, 6-6}; Globe, 
6 per cent. Preference, 12-12% ; Great Northern, 93-93 ; Indo- 


European, Limited, 23-24; London Platino-Brazilian, 


Limited, 33-43; Mediterranean Extension, Limited, 24-34; 
Mediterranean Extension, 8 per cent. Preference, 103-I1 ; 
Reuter’s Limited, 94-103; Submarine, 240-250 ; Submarine 
Scrip, 24-23; West Coast of America, Limited, 14-28; West 
India and Panama, Limited, 14-14; Ditto, 6 per cent. Fist 


— Preference, 7-74; Ditto, ditto, Second Preference, 64-7; 


Western and Brazilian, Limited, 6-64; Ditto, 6 per cent. 


Debentures “ A,” 100-103 ; Ditto, ditto, ditto, “B,’’ 97-100; 


Western Union of U.S. 7 per cent., 1 Mortgage (Build- 
ing) Bonds, 120-125; Ditto, 6 per cent. Sterling Bonds, 
Telegraph Construction and Maintenance, 
Limited, 344-35; Ditto, 6 per cent. Bonds, 105-108 ; Ditto, 
Second Bonus Trust Certificates, 34-34; India Rubber 
Company, 15-154; Ditto 6 per cent. Debenture, 105-107. 


| 
| 
| 
imited, 1877, 
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TE LEPHONES 


(HICKLEY’S PATENT). 


tele Wholesale and Retail Agent, - | 
JOHN ORME & C O. 
| (Late M. JACKSON & 


These Telephones are acknowledged to be perfect for practical 
use in connecting offices, mines, &c. They are now in use upon | 
many lines, and are never known to fail. | 


Price Lists of every description of SCIENTIFIC APPARATUS 
and CHEMICALS, post free for three stamps each, 


Enclose Business Card for Trade Terms. 


£2 10s. per 


85. BARBICAN, LONDON, Cc. 


THE ‘TELEGRAPHIC | JOURNAL, 
10, PATERNOSTER uO Ww .. 


PUBLISHED ON THE Ist AND 15th OF EACH MONTH. 


The scale of charges per insertion for Advertisements in this Journal is as follows — 


| d. | 4 s. d. 
Whole page - 8 0 0} Wholecolumn - - - - 4 0 0 
Half 0! y - - - - 2 0 0 
Quarter ,, - - 5.8 - - - - 
Eighth - 1 0 Oo | Eighth ,, -0 20:°:0 


Terms for a series to be had on application. 


P.O. orders to Le made payable to Haucuron anp Co., at the Cases Office. 


47, HOLBORN VIADUCT, H.C. 


(Opposite THE City TEMPLE), 


Manufacturers of Zanni’s Patent Dynamo-Electric Me 


The Cheapest in the Market. 
MAGNETIC BELLS.—No Battery required. . Satisfactory working guaranteed for five years. 


ELECTRIC BELLS of every description for House and Ships’ use. | | 
Burglar Alarms. Pear and Button Pushes. Insulated Wire. “Indicators. 
Fire Alarms. | 
ESTIMA TES GIVEN FOR FT TTING UP H OUSES, dc. COMPLETE. 
ILLUSTRATED PRICE LIST ON APPLICATION. | 
‘Models Made. . Experimental Work done. All Repairs promptly Executed on the Premises. 


Silk Covered Wire. Binding Double Covered {Wire “for] Indoor 
| or outdoor use, 
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ELECTRICAL & SCIENTIFIC APPARATUS. 
WHOLESALE MANUFACTURERS OF > 
ELECTRIC BELLS, ELECTRIC REVERSING 
INDICA TORS, AND CONSTANT MANGA NESE 

| BATTERIES. 
TELEPHONE -SWITCHES AND TRANSMITTERS. 


INDUCTION, COILS of highest finish. 
Terminals, and all materials. 


ANDERSON'S PA TENT BA TTERIES. | 
_ Instruments made, ‘repaired, or altered on the premises. 


Illustratéd Bell List free, complete Catalogue 


DALE Bz CRAMPTON, 


Manufacturing Electricians, 


4, Littlé Britain, London, E. C. 


ESTABLISHED ig, | 


BIRKBECK BANK, 


‘Current Accounts opened according to the usual practice of other. 
| ‘alan, and Interest allowed on the minimum monthly balances 
| — not drawn below 425. No commission charged for keeping 
ccounts, 


The Bank also receives money on Deposit. at Three per cent. 


Interest, repayable on demand. 


‘The Bank undertakes for its Customers, free of charge, the 
custody of Deeds, Writings, and other Securities and Valuables; 
the collection of , Bills of Exchange, Dividends, aid and 
the purchase and sale of Stocks and Shares. “ee 


A Pamphlet, with full particulars, on application. 


FRANCIS RAVER Manager. | 


_gist 1880. 


THE BIRKBECK BUILDING.SOCIETY’S ANNUAL 
RECEIPTS EXCEED FOUR MILLIONS, 


How To PURCHASE A HOUSE FOR TWO 
“GUINEAS PER MONTH, 


With Lil Possession and no Rent to pay. —Apply at the 
Office of the BIRKBECK BUILDING SOCIETY. _ 


| How To PURCHASE A PLOT OF LAND FOR 
| FIVE SHILLINGS PER MONTH, 


With Immediate Possession, either for Building or Gardenin 
| ses. —Apply at the Office of the BIRKBECK FREEHOLD 
| SOCIETY. 


A Pamphlet, with fult particulars, on application. 
FRANCIS RAVENSCROFT, 
Southampton Buildings, Chancery Lane. 


pur- 
AND 


Southampton Buildings, Chancery Lane. | 


2 


R. C. ANDERSON’S PATENT BATTERIES. 


POWERFUL, CONSTANT, AND SUITABLE 
FOR EVERY PURPOSE. 


ELECTRICIANS & ENGINEERS > 


are invited to view them in action 


daily:from 8 p.m. 


PRICES AND FULL PARTICULARS, POST FREE. 


DALE ORAMPTON, 


4, Little Britain, London, E.C. 


ELECTRICITY. ELECTRICITY, 


GEO. G. BLACKWELL 


| PREPARES specially the MANGANESE for use in 


Leclanché and other Batteries; guaranteed pure, on and 
certain action. . 


Manganese and Mineral Works, Garston. 
Offices—RICHMOND BUILDINGS, 26, CHAPEL STREET, Liverroot. 


F. H. BROOK, ELECTRICIAN 
107, Lorrimore Road, Walworth, S.E., 


ANUFACTURER of Voltaic and Frictional Apparatus, for 
commercial uses, private experiment, and public demonstration, 
of new patterns, improved insulation, and highest efficiency. 
Portable pel pecking Batteries, Holtz Machines, 
tgh Power Ebonite Leyden Batteries, 
ew Pattern Bells, every part, except terminals, fitted 
upon a rigid metal base, cast in one piece. 
New complete Price List, 24 pp., post free. Special Trade Terms, 


POCKET SOUNDERS FOR LEARNING MORSE CODE. 


Of Superior Make. In Brass, 8d. each, Nickel Plated, 1s. eath 


WwW. 
44, Groucoster St., Square, 


i THE TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW, 


Handsomely bound in cloth, gilt, Vols. I:, II., III, IV., V., VI., and VII. Price ros. 6d. each. 
had through any Bookseller, or of the Publishers. Subscribers’ numbers, bound in black cloth, gilt, 2s 6d. , Binding Cases, 2s. 


HAUGHTON: & CO. 10, PATERNOSTER ROW, E.C. 


Nearly all the back numbers may be 
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| 
Letters of Credit and Circular Notes issued, | | 
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J OHN ORME 


LATE 


‘M. JACKSON & CO. 


MANUF ACTURER OF 


APPARATUS, 


AND IMPORTER OF 


FINEST 
BOHEMIAN © 


GERMAN 

. GLASS AND... - 
PORCELAIN 
CHEMICAL 
APPARATUS, 
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By abpointment to” Her Hon, Board of 
+ Science and Art Department and Government Schools at South 
«Kensington ; the India Office, Se. 


| Electric Batteries, Telephones, Microphones, 


LECTU RE‘ APPARATUS, &e. 


| Apparatus securely packed for the Colonies and Foreign pats, 


PRICE oe T AND SPECIAL QUOTA TIONS ON APPLICATION. 


OHN ORME & Co. 
Late M. JACKSON & CO. 


Guvtuewen desirous of having “THE TELEGRAPHIC JOURNAL ” forwarded to them regularly can 
have it sent by filling up this form and returning. it to the Publishers, 10, PATERNOSTER Row, Lonpon, E.C. 


supply The. Telegraphic, Journal” Sor the yew. 18 , for which I inclose Post Office 
rder for | re 


Name: 


Date 


Subscription : Post Free in Britain, nine shillings ga fourpence ; to countries in Postal Union, ten shillings 
and fourpence. P.O, Orders to be made payable to HAUGHTON & co, at the Chief Office. 


New York: D. VAN NOSTRAND, 23, Murray Street, and 27, Warren. Street, Paris: M. asser où 3% Quai de 
l’Horloge ; Madame VEUVE J. Boyveau, Librairie Etrangère, 22, Rue de la Pape 


BERLIN : A. ASHER &-Co., s, Unter den Linden, 


Re" 
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THE SCIOPTICON. 


An improved form of Magic Lantern, burning paraffin oil, and giving a powerful light up to au 8 or 10 feet disc, 


Tue Sciopticon was the first of these lanterns introduced, and still holds | its place as the best among a host of 
imitations. 


The principle of the light is two parallel flames placed edgewise to the condenser. 
ready—a few seconds only to put in operation, 


The Improved clobitcbis is the only Lantern in the market 
‘constructed on scientific principles. It is arranged so that the whole of 
the light from the condensers passes through the front lenses, the 
focussing being done with the slide, thus giving a greatly increased 
light on the screen and much better definition. Price £6 6s, 
Catalogue of Sciopticons & Appliances. 


SCIOPTICON MANUAL OF INSTRUC- Ds 


TIONS AND EXPERIMENTS, 
18 Stamps. 
Fourth Edition in the Prt | 


WOODBURY LANTERN SLIDES, 


Superior to all other photographic. slides, being permanent pigttient 
photographs, and printed in transparent colours, every gradation of 
shadow is brought out on the screen, Their warm tone also contrasts 
most favourably with the cold: 


THE SCENOGRAPH. 
A very light and portable Tourist’s Folding Pocket Camera. By the New Dry Process, Chemicals 43 
are left at home, and the Sensitive Plates developed at leisure. Ni o previous knowledge necessary + 


No. 1. For Pictures 41 x 34, with lens stand and camera sets: we Se 
No. 2. For Stereoscopes or Cabinets S0/- 
Noa; For Pictures, 7.x 5. ., | exe 50/2 | 


Well niapiel for use of Engineers, &c., for taking photographs of bise or progress of works 
Manual of Instruction (with Photo) seven stamps. 


SCIOPTICON COMPANY, D 


157, GREAT PORTLAND STREET, LONDON, 4 


Is the Leading Title of Eight totally distinct Papers, circulating as followsial - À 1 2 


EDITION. | No. of Issues Anna 
_A, throughout the West Indies, Central America, Mexico, Chili, Peru, &c. 

» . North America, z.e. the United States, Canadian Dominion, British America, $ 

D. the Brazils and River Plate, Azores, 

E. ~ the East, i.e, India, Burmah, Egypt, China, Japan, Ceylon, Penang, Singapore, _ 

Siam, ‘Sumatra, Java, Borneo, Philippine Islands, Mauritius, &c. ... 0% 12 a 


G. , Australia, New Zealand, Figi, &c. … 13 
K, the West Coast of Africa, Madeira, 


Total 

Each Edition of THE EUROPEAN MAIL contains every item of intelligence from Mail to Mail, specially affecting the | 
country or colony for which it is published, with an exhaustive resume of Home and Continental Politics, Science, Art, and “am 
Social News, together with a retrospect of Commercial transactions in Great Britain and on the Continent, thereby rendering 
it at once the highest commercial authority, the most complete Newspaper despatched from England, arid the best medium 
for the insertion of Advertisements of all desiring to cultivate trade in all Foreign and Colonial Markets. 184 
Advertisements inserted in the Series come under the notice of the reading public of the whole civilised world. 


__ Specimen Copy of any Edition, with particulars of Subscription of Tariff for Advertisements, forwarded on sui | | 
to THE PUBLISHER. 


THE EUROPEAN MAIL, Colonial Buildings, Cannon St., London, E. Oa 
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JON COURT, COVENT GARDEN, 
Om and after May 1st, 1880, Wil be removed to 


Fi 76, LITTLE BRITAIN, ALDERSGATE STREET, EC. 


‘ED WARD P 4 TERS ON to the the és new premises 
enable him to ofer them, steam-pousr on the place, hé will be enabled To undertake fo any to 
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their inspection, 
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THE GOWER:BELL LOUD-SPEAKING TELEPHONE. 
:. TELEPHONE LINES ERECTED AND MAINTAINED, 
and Electric Apparatus of the best and most recent: 


INVENTOR OF 


" 
| 
De 
À 
{ 


used by the Medical Profession, | 
MANUFACTURER OF | 


‘Bleotricel, Galvanio, Magnetic, Chernical, Photographic 
Pneumatic Apparatus, | 


Electric Belis and Indicators of every description. 
: | | For Hotels, ‘Warehouses, Manufactories, Mines, and Domestic and General Use. | 


PHOTOGRAPHY 


wR OC ESS). 


Previous Knowledge not necessary. 


No Chemicals required ‘im the field; Tourists’ Pocket Camera and 


for Plates 4} by 3t. Lens, Patent Stand, ‘Chemical 
every requisite. 


| Price Complete, £8 8s. 
THE SAME SET. FOR PICTURES 5 x 4, 20 De. 


Practical Instruction Free. 
sensitive Plates ber 


WRATTEN & WAINWRIGHT. À 


> 


. DAVIS & TIMMIN: 
SCREW MANUFAGTURERS. 


| Terminals, Connectors, Clamps, Kept in Stock: 
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GREAT GEORGE STREET, WESTMINSTER, 1 
Contsitors for the Erection and Conipiete. Equipment of 


Telegraph, and for the Supply of Telegraph Stores. 
MANUFAUTURERS OF IRON POLES AND TELEGRAPH WI 


OF EVERY DESCRIPTION 


TELEGRAPH INSTRUMENTS AND APPARATUS. | 


M. WARDEN, of the late Firm of Muirhead Clark. 


APPS, 433, “STRAND, LONDON. : 


Telegraphic and Coniractur.. Needle, Morse, ‘Alphabetical, Sounders and 


Pelegtaphice Instruments, Batteries, Lines, Cables, Insulators, Semaphores, Torpedo Apparatus, Mine) 
Æxploders Fuzes, Dynamite, Gun Cotton. Ebonite Manufactures’ of all: kinds, Sheet, Tube and 
: Gut to Order for Manutacturers and Amateurs, and ali Materials for Scientific paratus, Surveying, “oom 4 

Apps Patent Induction Coil, x inch to 60 inch, Spark in Air, Vacuum Tubes and Apparates; -ammmeues 
ELEOTRIC LIGHT. Contracts for Supply and Maintenance, &c. Telephonie Bell and Pneumstee eee 
laid and maintained, Apps’ New Constant Medical Battery, Bagot’s, Patent Mining 
Signal Apparatus for Shafts and. Engine Planes. Bagot’s Patent Temperature Recorder and Alaram fore : ee 


Wautical, Mechanical, Optical, Blectrical, Acoustio and Scientific 


Ship's &c. Patents and Models of Inventions. 


BER, GUTTA- -PERCHA, AND À 
~ WORKS COMPANY; LIMITED, 


“Offices: and ‘Warehouses: 106 & 100, CANNON LONDON, E. 


TELEGRAPH ENGINEERS AND MANUFACTURERS OF 


| CA BLES.-Sübmarine, Subterranean, and Aérial. 
STR .—Indis-Rubber and Gutta-Percha covered in ali gauges. 


| INSTRUMENTS, “Morse Inkers, Single Néedie, Wheatstone’s Preece's & Walker's system of 


Semaphore ‘‘ Block” Instruments, Bells, Resistance Coils, Sir W, Thomson’s and other: 
| Galvanometers, Condensers, Testing Tastruments, &c. | 
BATTERIES MANUFACTURDRS FOR GREAT BRITAIN, IRELAND, AND THES 
COLONTES OF THH GELEBRATED LECLANCHE BATTERY, whch 
received the most. favourable reports from Telegraph Engineers, and is in général tise on En 
and Continental Raïlways. Asa Battery for all Telegraphic purposes it is undoubtedly prennent 
All other kinds of Batteries also manufactured. Ebonite Cells, Carbon Plates, &c. | 


The Leclanché is the best Medical Battery. 
INSULATORS Porcelain, Brownware, &c. 
| MANUFACTURERS OF THE MOST IMPROVED APPARATUS FOR RAILWAY BLOCK-SIGNALLING. 


GUARD” COMMUNICATOR. 
"TELEGRAPH STORES AND APPARATUS OF EVERY DESCRIPTION. - 


TORPEDO APPARATUS. 


THR INDIA- RUBBER, GUTTA-PERCHA, & TELEGRAPH WORKS COMPANY are: Patent 


PHORE REPEATERS “LIGHT” INDICATORS, AND WA LKER'S “PA SSENGER 


ond 57: of à Complete System of Torpedoes for Harbour and Goast Defence, and of the 

| SILVERTOWN PATENT FIRING BATTERY, 

Constant Battery for Mining and Blasting Purposes.” 
Bees: fs CONTRACTS ENTERED INTO ‘for the SUPPLY, CONSTRUCTION, and MAINTENANCE of TELEGRAPH oi 


. 


